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SUMMARY TEST DATA

ON

SDLVA-18G40G-65-CD-292FF

PL44557/2409
Customer: Tested By: DA
SO No: Temperature: +25°C
Model No: SDLVA-18G40G-65-CD-292FF Date: 02/29/24
Serial No: PL44557/2409 Drawing No: ETD000046 REV: A2
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Q.C
1 Frequency Range: 18.0 to 40.0GHz Pass ;ﬁ
2 ¥ 65 dBm Max 73 dBm 1
(See Graph #2) i |
3 Power Handling +10dBm Max. Pass \
4 Dynamic Range: -63dBm to +2dBm Pass ‘
Log Linearity: +1.64 dB
- @+25C (See Graph #1) & 2/0fah e -1.69 dB
Log Slope:
6 (See Graph #1) 25 mV/dB Nom. 24.81 mV/dB
Log Slope Variation:
7 (See Graph #1) +2.0 mV/dB Max. 0.82 mV/dB l
Frequency Flatness:
8 @+25C (See Graph #1) +2.5dB Max. +2.0dB /
9 Pulse Width Range: 30ns to CW Pass I
Rise Time: 11ns Max.
1 (See Graph #3) (8 ns Typ.) a0y I
Recovery Time: 60ns Max. !
B (See Graph #4) (40 ns Typ.) (i
12 Delay Time: 60ns Max. <60ns by design
Input VSWR: ; .
13 (See Graph #5) 2.5:1 Max. 1.50:1
+12V @ 500mA Max. +12V @ 387mA
14 FEiED SERly 12V @ 200mA Max. 12V @ 158mA \
QA/QC Approval: A{ v 4@ e 2 L‘g’} (1
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Graph #1

Log Transfer vs Frequency @+25C

MODEL: SDLVA-18G40G-65-CD-292FF

SERIAL NO: PL44557 F M ’ H

DATE: 02-29-2024 W‘ s Thxnr
TESTED BY: DA A4

Test Temp: #25°C PLANAR MONOLITHICS INDUSTRIES

4921 Robert J. Mathews Parkway Suit 1
El Dorado Hills, CA 85762
TEL: 916-542-1401 FAX: 916-265-2597
EMAIL: SALES@PMI-RF.COM

[63] 58 [ 53] 48 | -a3 [ -38 [ -33 [ -28 [ 23 [ 18 [ 43 [ -8 [ -3 [ 2 | [RFinput Power (dBm) Mz

Frequen
18 GHz  |INTERCEPT (mV) | 1690|

|sLoPE (mvidB) | 25 B TS | R
0.58 | -0.45 | -0.49] 0.15 | -0.12] -0.08 | 0.21 |

z [INTERCEPT (m 1698
SLOPE (mV/dB) | 25.8|

INTERCEPT (mV) | 1672
[ 24.9)

2 [INTERCEPT (mV) | 1605]
SLOPE (mV/dB) | 24.1|

[40GHz [INTERCEPT (m 1621 E
SLOPE(mv/dB) [ 243] [ 35| 7 | &
1.46 | 0.28 | 0.38 | 0.53

Flatness +/- dB 040 | 049 | 0,50 | 9.80 | 1.60 | 1.80 | 1.70 | 4.50 | 1.90 | 0,60 | 1.90 | 2.00 | 2.08 | 1.90
Max. Video Output (V) 013 | 0.23 | 035 )| 0.50 | 0.61 | 0.74 | 0.87 | 1.00 | 1.13 | 1.24 | 1.36 | 1.49 | 1.63 | 1.77
Min. Video Output (V) 041 | 021 | 0.33 | 046 | 0.54 | 0.65 | 0.79 | 0.93 | 1.08 | 1.21 | 1.26 | 1.39 | 1.53 | 1.68
Video Output @ -63dBm Video Output @ =+2dBm
Nominal Log Slope mV/dB [ 2a.81| Min(V)=  #3.0 Min(V)= 1675.0
Log Slope * mVidB [ o082 Max(V)=  131.0 Max(V)= 1769.0
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Graph #1 (cont.)

Log Transfer vs Frequency @+25C

Linearity Error VS Input Power

PL44557/2409
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Graph #2
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Graph#3

Rise Time 6.8 ns
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Graph#4

Recovery Time 31.5 ns

DSO-X 30246, MY54490363 Thu Feb 22 17:07.03 2024
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Graph #5

VSWR 1.50:1 @+25C & -20dBm
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