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AGL’s - Audio Ground Loop 
 Isolation Transformers 

for Professional Audio Applications 
 

FEATURES & SPECIFICATIONS: 

❑ Easy to Use 

❑ True Isolation Transformers 

❑ Distortion-free 

❑ Low Signal Loss 

❑ Excellent Signal Fidelity 

❑ Ten times audio Bandwidth 

❑ Passive Device 

❑ Ground Lifter Switch 
 

 
 
 

  AGL PRODUCTS and SPECIFICATIONS 

  AGL-10K AGL-600 AGL-600-2 

CHANNELS 1 1 2 

BANDWIDTH 300 KHz 300 KHz 300 KHz 

ISOLATION 100M Ohms min. 100M Ohms min. 100M Ohms min. 

INSERTION LOSS Less than 0.5 dB Less than 0.5 dB Less than 0.5 dB 

IMPEDANCE 
10K Ohms input and 

output 

600 Ohms input and 

output 

600 Ohms input and 

output 

CASE MATERIAL High impact ABS plastic High impact ABS plastic High impact ABS plastic 

DIMENSIONS 

ht x width x depth 
3 3/4" x 2 5/8" x 1 1/2" 3 3/4" x 2 5/8" x 1 1/2" 5 3/8" x 4" x 2" 

INPUT CONNECTOR 1/4" Phone Jack 3-pin XLR Female 
3-pin XLR Female and  

1/4" Phone Jack 

OUTPUT 

CONNECTOR 
1/4" Phone Jack 3-pin XLR Male 

3-pin XLR Male and  

1/4" Phone Jack 

SHIELDED 

TRANSFORMER 

CORE 

YES YES YES 

TURNS RATIO 1:1 1:1 1:1 

ISOLATION 

BETWEEN 

CHANNELS (Typical) 

N/A 70 dB 100 dB minimum 
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