
 

SUMMARY TEST DATA 
ON 

TD-70M330M-CD-SFF 

PL22626/1819 

 
7311-F Grove Road, Frederick, MD 21704 USA  

Phone: (301) 662-5019 Fax: (301) 662-1731 
Email: sales@pmi-rf.com 

    
Customer:  Tested By: RCombs 

SO No:  Temperature: +25°C  
Model No: TD-70M330M-CD-SFF Date: 5/9/18 
Serial No: PL22626/1819 Drawing No: 27634245 Rev: A1 

    

TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range: 70 MHz TO 330 MHz 70 MHz TO 330 MHz  

2 VSWR: 2.6:1 TYP 
2.04:1 

(SEE PLOT) 
 

3 Dynamic Range: -25 dBm TO -5 dBm -25 dBm TO -5 dBm  

4 
Threshold Variation 
(With Frequency): 

±0.75 dB MAX ±0.1 dB  

5 Propagation Delay: 
20 ns TYP, 3 dB ABOVE 

THRESHOLD SETTING (50% RF 
INPUT TO 50% LOGIC AT -10dBm) 

21.0 ns @ 0 dBm 
26.0 ns @ -5 dBm 
36.3 ns @ -10 dBm 

(SEE PLOTS) 

 

6 Minimum Pulse Width: 100 ns TYP 100 ns  

7 Output: 
TTL "1" INPUT POWER > 
THRESHOLD SETTING, 

 TTL "0" OTHERWISE 
Pass  

8 Temperature Stability: 
1.0 dB TYP  

3 dB ABOVE THRESHOLD 
SETTING 

0.5 dB  

9 
Threshold Setting 
Control: R(SET) 

R(SET)-Typical  
 

1kΩ   -25dBm 
5kΩ   -20dBm 
10kΩ   -15dBm 
15kΩ   -10dBm 
20kΩ    -5dBm 

R(SET) 
 

1 kΩ   -25dBm 
2 kΩ   -20dBm 
5 kΩ   -15dBm 

13 kΩ   -10dBm 
34 kΩ    -5dBm 

 

10 
Threshold Level 
Setting Range: 

-25 TO -5 dBm -25 dBm TO -5 dBm  

11 Input Power: 100 mW CW MAX 100 mW CW   

12 Power Supply: 
+5V @ 100 mA TYP 
-5V @ 100 mA TYP 

+5V @ 31 mA 
-5V @ 28 mA 

 

    

 
 
QA/QC Approval: 

 
 
 
Date: 
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PROPOGATION DELAY AT 0 dBm 
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PROPOGATION DELAY AT -10 dBm 
 
 

 


