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PMI MODEL: PEC-20-200M6G-3R0-25-SFF IS A 200 MHz TO 6 

GHz LOW NOISE AMPLIFIER. THIS AMPLIFIER HAS A GAIN OF 
20 dB WITH ±1.5 dB FLATNESS, OP1dB OF +25 dBm MINIMUM 

AND A NOISE FIGURE OF 3.5 dB. 
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TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range 200 MHz to 6.0 GHz 200 MHz to 6.0 GHz  

2 Gain 20 dB Nominal 
21.4 dB 

(See Plot) 
 

3 Gain Flatness ±1.5 dB Typical 
±1.6 dB 

(See Plot) 
 

4 Noise Figure 

6 dB Typical @ 200 MHz 
4.5 dB Typical @ 500 MHz 

3.5 dB Typical @ 2 GHz 
4.0 dB Typical @ 6 GHz 

5.3 dB @ 200 MHz 
4.5 dB @ 500 MHz 

3.3 dB @ 2 GHz 
3.9 dB @ 6 GHz 

 

5 OP1dB +25 dBm Minimum +27 dBm  

6 
VSWR 
(In/Out) 

1.8:1 Goal 
2.3:1 

(See Plot) 
 

7 Input Power +15 dBm CW Maximum Pass  

8 DC Supply 
575 mA @ +12 to +15 VDC 

Nominal 
437 mA  
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Gain, Flatness, and Return Loss 
 

 
 
 

Noise Figure 
 

 


