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Product Data Sheet

1251 Low Loss Flexible Microwave Cable

Products

1 25 Series OperatingUp to 70 GHz
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Center Conductor Dielectric Foil Braid
Silver Plated EPTFE Silver Plated Silver Plated
Copper Copper Copper

Outer Jacket

FEP

(2.46mm 0.097”)

Electrical Characteristics

Impedance 50+/-2A
Cut Off Frequency (cable only, max) 70GHz
Capacitance 27 pFt.
Velocity of Propagation 75%
Time Delay 135 ns/ft.
Shielding Effectiveness up to18GHz >90dB
Power Handling SeeChart

Mechanical Characteristics:

Weight 0.2 oz/ft (5.70g/m)
Minimum Bend Radius inches (mm)) 200" (5mm)
Environmental Characteristics:

Operating Temperature Range * -65°C to +165°C

ROHS (2002/95/EC)

Available on request

14+200°C available on request

VSWR for assemblies with two straight connectors

135:1t040 GHz
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A different kind of Interconnect Solutions Provider

Products

Electrical Characteristics

Impedance 50+/-2A
Cut Off Frequency (cable only, max) 70GHz
Capacitance 27 pFiit.
Velocity of Propagation 75%
Time Delay 1.35 nsfft.
Shielding Effectiveness up to18GHz >90 dB
Power Handling SeeChart

Mechanical Characteristics:

Weight 0.2 oz/ft (5.70g/m)
Minimum Bend Radius inches (mm)) 200" (5mm)
Environmental Characteristics:

Operating Temperature Range * -65°C to +165°C

ROHS (2002/95/EC)

Available on request

14+200°C available on request

VSWR for assemblies with two straight connectors

135:1t040GHz
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125 Series

Insertion _Loss

1251

GHz dB/ft. dB/m Power(W)
@ 20°C
@ Sea Level

0.04 0.12 0.41 270
1 020 0.65 220
2 028 093 200
4 041 1.35 120
6 051 1.69 85
8 060 1.98 75
10 068 224 70
12 076 249 65
14 0383 271 60
16 089 293 55
18 0.96 314 50
20 1.02 3.34 45
22 1.08 353 43
24 1.14 372 42
26 1.19 3.90 40
28 1.25 4,08 39
30 1.30 426 38
32 1.35 443 37
34 1.40 459 36
36 145 476 35
38 1.50 492 32
40 1.55 5.08 30
42 1.59 523 29
44 1.64 — 28
46 1.69 553 27
48 173 5.68 26
50 178 583 25
52 1.82 598 25
54 1.87 612 25
56 191 626 23
58 1.95 6.36 23
60 2.00 652 22
62 2.04 6.65 22
64 208 678 22
65 210 6.84 21
68 212 695 20

70 214 7.02 19
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