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SUMMARY TEST DATA
ON
P1T-DC40G-65-T-SFF-INS-OPT1G

PL21238/1725

Customer: _ Tested By: Jerry N.
SONo: __ = __ _ Temperature: +25°C
Model No: P1T-DC40G-65-T-SFF-1INS-OPT1G Date: 06/28/17
Serial No: PL21238/1725 Drawing No: 27630441 Rev: A1
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range: DC to 1GHz DC to 1GHz
See Plot
2 Isolation: 65dB Typ, 55dB Min 55.71 dB
See Plot
3 Insertion Loss: 5.5dB Typ, 6.8dB Max 3.32dB
See Plot
4 VSWR In/Out: 2.0:1 Typ, 2.2:1 Max 1.10 :1
See Plot
5 Input Power: +17dBm CW Max Pass
6 Switching Speed: 5ns Typ, 6ns Max 2.7ns
See Typical Characteristics
7 Rise/Fall Time: 0.9ns Typ, 1ns Max 0.6 ns
See Typical Characteristics
8 Control Signal: TTL “1” On Pass
. +8 to +15V @ 15mA Max +8 to +15V @ 5 mA
9 DC Voltage: -8 to -15V @ 40mA Max 8to -15V @ 25 mA
QA/QC Approval: Date:
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\Qm# 17 P1T-DC40G-65-T-SFF-1NS-OPT1G
PL21238/1725
Insertion Loss and Return Loss (J1-J2)
File  TracefChan Response MarkerfAnalysis  Stimulus — Utility  Help
521 LogM 1.000dB/ -5.50dB Tr 2 S11 SWR 1.000U/ 2.00U
Tr 3 522 SWR 1.000U; 2.00U
0.50 >1: 1.000 GHz -3.32dB
1: 762.400 MHz 1.10
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1 >Ch1: Start 10.0000 MHz — — — Stop 1.00000 GHz
Cont.  CH1: S21 C 2-Port LCL
Isolation and Termination (J1 — J2)
File  TracefChan Response MarkerfAnalysis  Stimulus — Utility  Help
Il 521 LogM 10.00dB/ -65.0dB Tr 3 522 SWR 1.000U/ 2.00U
-25.00 >1: 346.600 MHz -55.71 dB
1: 22.375 MHz 1.08
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12500 [ Ch1Avg= 10
1 >Ch1: Start 10.0000 MHz — — Stop 1.00000 GHz
Cont.  CH1: S21/M C 2-Port Avg=10 LCL
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