
Summary Test Data
On

DTA-200M18G-100-CD-1

Customer: Tested By: K. Mansfield
Job No: Date:

Model No: DTA-200M18G-100-CD-1 Temperature: +55° C
Serial No: PL24092/1851 Drawing No: 27635200 Rev: A1

Test
Item No:

QA
QC

0.5 0.41 -0.09 0.08 10 9.54 -0.46 0.54
1 0.87 -0.13 0.13 20 19.88 -0.12 0.96
2 1.89 -0.11 0.15 30 30.21 0.21 1.39
4 3.81 -0.19 0.23 40 40.78 0.78 1.83
8 7.68 -0.32 0.45 50 51.09 1.09 2.20

16 15.73 -0.27 0.80 60 61.33 1.33 2.42
32 32.41 0.41 1.51 70 71.31 1.31 2.46
64 65.30 1.30 2.32 80 81.53 1.53 2.99

100 101.81 1.81 9.68 90 91.89 1.89 7.16

QA/QC Approval: Date:

±1.5 dB Typ.

15

ON: 1.0 µs Max.
OFF: 0.5 µs Max.

+15 VDC @ 300 mA

±2.0 dB Typ.
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Flatness to 60 dB:

7311_F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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±1.25 dB Typ.

Parameters Measured ValueSpecified Value

±0.78 dB
See Plot

±0.46 dB
See Plot

±9.68 dB
See Plot

±2.99 dB
See Plot

±2.42 dB
See Plot

241 mA

ON: <0.6 µs
OFF: <0.3 µs

±1.89 dB
See Plot

Flatness to 40 dB:

200 MHz to 18 GHz

12 dB Max.

2.0:1 Max.
IN: 2:1

OUT: 2:1
See Plot

200 MHz to 18 GHz

11.7 dB
See Plot

±0.96 dB
See Plot
±1.83 dB
See Plot

±1.0 dB Typ.
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Frequency Range:

Insertion Loss:

VSWR:

Flatness to 20 dB:
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Accuracy of Attenuation:
40 to 60 dB

Flatness to 80 dB:

Flatness to 100 dB:

Accuracy of Attenuation:
0 to 20 dB

Accuracy of Attenuation:
20 to 40 dB

Accuracy of Attenuation:
60 to 80 dB

Accuracy of Attenuation:
80 to 100 dB

Switching Speed:

DC Supply:

±1.5 dB Typ.

±1.25 dB Typ.

±1.0 dB Typ.

±3.0 dB Typ.

±2.0 dB Typ.

±1.53 dB
See Plot

±1.33 dB
See Plot

±3.0 dB Typ.
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Switching Speed
On Time Off Time

Green Trace = TTL
Yellow Trace = RF
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