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Customer: .
SO No:

Model No: LM-4G5G-1W-SFM

SUMMARY TEST DATA

ON
LM-4G5G-1W-SFM

Tested By: Garrett Radtke
Temperature: 25 Degrees C
Date: 2/5/2019

Serial No: PL24630/1904 Drawing No: 27636320 REV: A1
TEST. QA
PARAMETERS SPECIFIED VALUE Test Results
ITEM NO nc Qc
1 Frequency Range: 4.0t0 5.0 GHz 4.0 to 5.0 GHz 2:‘:
2 Insertion Loss: 1 dB Max. 0.65 dB
3 VSWR: 1.5:1 Max. 1.14:1
4 CW RF Power: 1 Watt Max. See Typical Characteristics
Peak Power " .
5 (1 us PW 0.1% DC): 1000 Watts Max. See Typical Characteristics
6 Leakage (CW) @ 1 Watt CW: 15 dBm Max. See Typical Characteristics ‘;;“:

QA/QC Approval:
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QAt
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SUMMARY TEST DATA
PMIE ON

AT LM-4G5G-1W-SFM

INSERTION LOSS AND VSWR

PL24630/1904

File Trace/Chan Response Marker/Analysis Stimulus Ulility Help

Tr 1 S11 SWR 1.000U/ 0.00U Tr 2 S12 LogM 1.000dB/ 0.00dB
B8 s21LogM 1.000dB/ 0.00dB Tr 4 S22 SWR 1.000U/ 0.00U
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