Model No: OPT810

PMIR SUMMARY TEST DATA
PGS ON
PDVAN-5010-60-8-OPT810
Customer: _ Tested By: E. Kretz
Job No:’

Temperature: +25°C
Date: 04/17/19

Serial No: PL25432/1916 Drawing No: 27630053 Rev: A2
TEST. QA
PARAMETERS SPECIFIED VALUE PASS/FAIL
ITEM NO | ° 2%
1 Frequency Range: 8 GHz to 10 GHz 8 GHz to 10 GHz 9““|
2 Insertion Loss: 2.7 dB Max. 2.5 dB
3 VSWR: 2.0 :1 Max. 1.4 :1
4 Flatness @ 10dB: - +0.6 dB Typ. - 0.16 dB
5 Flatness @ 20dB: ~ %0.9dB Typ. 0.57 dB
6 Flatness @ 40dB: +1.5 dB Typ. 1.23 dB
7 Flatness @ 60dB: +1.6 dB Typ. 1.73 dB
Accuracy of Attenuation
8 0.30 dB
0 to 30 dB: .
9 Accuracy of Attenuation 0.36 dB
30 to 60 dB:
10 Switching Speed: 500 nsec MAX 200 nenc
' (See Typical Characteristics)
+15VDC @ 150 mA +15 VDC @ 40 mA P
1 5 : i
PEIRURRLY 15VDC @ 75 mA 15VDC @ 0 mA lﬂ
Programed ; Accuracy of Flatness Programed i Accuracy of Flatness
Attenuation ARRnatinn Attenuation dB Attenuation Amaton Attenuation dB

___dB

QA/QC Approval:

Date:
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