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INCREASED FREQ RANGE TO 400-13000 MHz
3/11/2021

DM

 5

ADD INPUT/OUTPUT LABELING, SPECIFY BLACK PAINT 5/9/2023

DM

PROPERTY OF R&D MICROWAVES LLC

INPUT

4.3-10 FEMALE CONNECTOR

ADAPTER SHOWN

FAN ON/OFF SWITCH

4X .201 HRU

FREQUENCY:

COUPLING:

COUPLING ACCURACY:

      400-600 MHz:

      601-960 MHz:

    961-6000 MHz:

 6000-13000 MHz:

INPUT RETURN LOSS:

      400-600 MHz:

      601-960 MHz:

    961-6000 MHz:

 6000-13000 MHz:

RF POWER:

PIM:

CONNECTORS:

FINISH:

COOLING:

400 - 13000 MHz

10, 20, OR 30 dB

 

±1.0

±1.0

±1.2

±1.4

 

22 dB

20 dB

18 dB

17 dB

250 WATTS CW INPUT OR OUTPUT

160 dBc 2X43dBm @1900

TYPE N(f)

BLACK PAINT

INTERNAL FAN, 220 VAC

SPECIFICATIONS:

7.20

3.00

4.48

2.75

6.00

8.00

13.25

6ft POWER CORD

OUTPUT


