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TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range: 0.5 – 40 GHz 0.5 – 40 GHz  

2 Insertion Loss: 
 

6.0 dB Typ. 
 

5.83 dB  

3 Isolation: 55 dB Min. 64.63 dB  
4 VSWR: 2.5:1 Typ. 2.37 :1  

5 Switching Speed: 15 ns Typ. RISE/FALL 
50 ns Typ. DELAY ON/OFF 

5 ns. RISE/FALL 
             50 ns DELAY 

See Typical Characteristics 
 

6 
 

Input Power: 
 

+20 dBm CW Typ. Pass  

7 
 

Survival Power: 
 

1W PEAK 1 us. Pass  

8 
 

DC Supply: 
 

+5VDC @ 200 mA Typ. 
-5VDC @ 100 mA Typ. 

172 mA 
21 mA 

 

    

 
 

 
 
 
 

 
 
QA/QC Approval: 

 
 
 
Date: 
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(J1 – J2) Insertion Loss and Return Loss 

 
 

(J1 – J3) Insertion Loss and Return Loss 
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(J1 – J4) Insertion Loss and Return Loss 

 
 

(J1 – J2) Isolation and Termination Return Loss 
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(J1 – J3) Isolation and Termination Return Loss 

 
 

(J1 – J4) Isolation and Termination Return Loss 

 


