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SUMMARY TEST DATA

ON

DLVA-70M-80-12V

Customer: _ Tested by: Jim Hopson
SO No: _ Temperature: +25°C
Model No DLVA-70M-80-12V Date: 04-15-2020
Serial NO: PL28552/2016 Drawing No: 27610948 Rev: Al
TEST SPECIFIED MEASURED | REMARKS
ITEM NO: PARAMETERS VALUE VALUE QA/QC
INPUT VSWR a
1 (50 OHMS) 1.5:1 TYP 1.49:1 4929
TYPICAL OUTPUT —
2 VOLTAGE @ -70 bk dok SEE PLOT
dBm to 0 dBm
3 Tas N/A -80 dBm
LOG SLOPE 25.0 mV/dB
4 Sy 25.1 m/db
LOG LINEARITY +1.0 dB
5 -80 TO 0 dBm (MAX) HidB
6 BANDWIDTH Sl TO58 L PASS
; RECOVERY TIME (MAX) .- B
N OUTPUT STABILITY - NOT TESTED
(0° C to +60°C)
RISE TIME 30 nS
2 (10% TO 90%POINTS) (MAX) S
10 LIMITED RF OUTPUT 0 dBm TYP 3.0 dBm
DC POWER @ +12 V 175 mA
13 No RF Input (MAX) 140 mA vV
100 mA 23
12 DC POWER @ -12 V 80 mA
* (MAX) Y-17-20
QA /QC APPROVAL: ﬂ ; %yﬁwgm DATED: L/_,/' 7-20
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LOG LINEARITY

LOG TRANSFER WITH FREQUENCY
MODEL: DLVA-70M-80-12V
TESTED BY: Jim Hopson

TEST DATE: 04/15/20 PLANAR MONOLITHICS INDUSTRIES
SERIAL NO: PL28552 7311-F GROVE ROAD, FREDERICK, MD 21704 USA
TEST TEMP: +25C TEL: 301-662-5019 FAX: 301-662-1731
URL: WWW.PMI-RF.COM
Frequency EMAIL: SALES@PMI-RF.COM
[s0 [ 75 [ -70] -65 [ 60 [ 55 [ 50 [ 45 [ -40 [ -35 [ -30 [ 25 | 20 [ 156 [ 10 | -6 | 0 | [RFinputPower(dBm) |
0.05 GH{INTERCEPT (mV) [2030] 15 | 109 | 247 | 385 | 525 | 658 | 780 | 894 [ 1010 1136 | 1262 [ 1390 | 1518 [ 1652 | 1788 | 1926 | 2058 Measured Value (mV)
[SLOPE (mv/dB) | 254| 18 | 45 [ 5 [ 6 19 | 25 | 20 | 7 4 | 5 6 | 5] 4 3 12 | 23 Error (mV)
0.69 | -0.61 [-0.18] 0.25 | 0.76 [ 0.99 [ 0.79 [ 0.28 | -0.15| -0.20 | -0.24 [-020] -0.16 [ 0.11 | 046 [ 0.89 | 1.08 LINEARITY ERROR (dB)

[SLOPE (mv/dB) [ 25.2| 6 A9 | 7 6 15 | 18 | 12 6 2 -3 6 B 2 9 7 Error (mV)
0.24 | -0.76 [-0.29] 0.23 [ 058 | 0.70 | 0.49 [ 0.25 | 0.07[ -0.11 [ -0.23 [ 0.28[ -0.24 | 0.09| 0.35 | 026 LINEARITY ERROR (dB)

0.07 GH{INTERCEPT (mV) [2034] 23 124 | 262 | 401 | 536 | 665 | 786 | 906 | 1024 | 1149 | 1272 | 1397 | 1524 | 1654 | 1791 | 1915| 2050 Measured Value (mV
0.62

257 | 391 890 [ 1009 1132 | 1264 | 1376 1502 | 1629 | 1761 | 1673] 2011 | [Measured Value (mv)
: 3 ! ) . 1] e I | |Error(mV)
LINEARITY ERROR (dB)
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