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SUMMARY TEST DATA
ON
P2T-4G8G-50-R-SFFF

\@m PL23048/1827
Customer: Tested By: A. Lopez
SO No: Temperature: +25°C
Model No: P2T-4G8G-50-R-SFFF Date: 07/12/18
Serial No: PL23048/1827 Drawing No: 27634000 Rev: Al
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS QcC
4TO 8 GHz
1 Frequency Range 4TO 8 GHz (See Plot)
. 1.12dB
2 Insertion Loss 3 dB Max (See Plots)
: ; 60.82 dB
3 Isolation 50 dB Min (See Plots)
Input 1.67 :1
4 VSWR 2.0:1 Output 1.61:1
(See Plots)
ON 45ns
5 Switching Speed 200 ns OFF 196 ns
(See Plots)
40 Watts (CW)
6 Power 40 W Max (See Typical
Characteristics)
300 Watts
7 Peak Power 300 W Max (See Typical
Characteristics)
10 ps
8 Pulse Width 10 ps Max (See Typical
Characteristics)
13%
9 Duty Cycle 13% Max (See Typical
Characteristics)
+5VDC +5VDC @ 100mA
10 Power Supply -28VDC -28VDC @ 20 mA
QA/QC Approval: Date:
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J1-J2 Insertion Loss and Return Loss

File Trace/Chan Response MarkerfAnalysis Stimulus  Utility  Help

Tr1 S11LogM 5.000dB/ 0.00dB B s21LogM 10.00dB/ 0.00dB
Tr 3 $22LogM 5.000dB/ 0.00¢B
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1 >Ch1: Start 4.00000 GHz — — — Stop 8.00000 GHz
Cont. CH1: 521 C 2-Port LCL

J1-J3 Insertion Loss and Return Loss

File Trace/Chan Response MarkerfAnalysis Stimulus  Utility  Help

Tr 1 $11LogM 5.000dB/ 0.00dB I s21LogM 10.00dB/ 0.00cB
Tr 3 $22LogM 5.000dB/ 0.00dB

50.00 1: 6.04DGHz [-11.98¢B
1: 4.000 GHz -0.69 dB
40.00 =2 7.920GHz =+ t2dB
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1 >Chi: Start 4.00000 GHz — —— Stop 8.00000 GHz
Cont.  CH1: S21 C 2-Port LCL
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J1-J2 Isolation

% File  Trace/Chan Response MarkerfAnalysis  Stirulus  Utility  Help _aﬂ

B8 521 LogM 20.00dB/ -50.0dB [Trace Max On|
50.00 =2 790GHz  [-60.82 dB
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1 =>Ch1: Start 4.00000 GHz — Stop 8.00000 GHz
Cont.  CH1: 521 C 2-Port LCL

J1-J3 Isolation

gy Flle Trace/Chan  Response Markerfanalysis  Stimulus Uty Help _aj
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1 >Ch1: Start 4.00000 GHz — Stop 8.00000 GHz
Cont.  CHT:. 521 C 2-Port LCL
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Switching Speed ON

20 ns Per Division
0S0-% 303448, MYE2103317: Tue Jul 10 16:46:13 2018

20,008/

0:1
500 1.00:1

Green Trace: TTL Signal

Switching Speed OFF

100 nseqg Per Division
DS0- 303448, MYE2103317: Tue Jul 10 16:44:152018
0% 2 1.40W/ 100,08/ Auto 2

KEYSIGHT

TECH

Green Trace: TTL Signal
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Full Pulse, Rise Time and Fall Time
100 us per Division

DS0-% 30348, MYS2103317: Tue Jul 10 16:43:26 2018
1.B8Y/ 16992 100.0%¢ Auto

| Fall[1):

Green Trace: TTL Signal

PL23048/1827

1.00:1
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