
••• Fairview 
=•• Microwave

SUMMARY TEST DATA 

ON 

PS-90-4080 

SN:V000977F031120202636 

CUSTOMER: Fairview Microwave 

SO: 20190218-05-P-PE 

MODEL NO: PS-90-4080 

TESTED BY: B. Slack 
--------------

TEMPER AT URE: +25°C 
--------------

DATE: 3/11/2020 
-------------

SER I AL NO: PL202636 

Fairview#: FM86GM2004 

DRA W ING NO: 27636921 REV: Al 

TEST 
PARAMETERS 

SPECIFIED MEAS URED REMARKS 

ITEM NO: VALUE VALUE 

1 Frequency Range 4.0 to 8.0 GHz 4.0 to 8.0 GHz 

2 Insertion Loss 
2.5 dB Typ. 

-2.32 dB
3.0 dB Max. 

3 VSWR 2.0:1 Typ. 
1.95:1 

See Plot 

4 Operating Input Power +20 dBm Norn. +20dBm

<28 ns 

5 Speed 75 ns Max. See Typical 

Characteristics 
0.5 Watt CW, 1 µsec 

6 Maximum RF Input 0.5 Watt CW See Typical 

Characteristics 
18.5 dBm 

7 Carrier Suppression 20 dB Typ. See Typical 

Characteristics 

8 DC Power Plus +5VDC @ 75 mA Max. +5VDC@ 33 mA

9 DC Power Minus -5VDC @ 20 mA Max. -SVDC@ 8 mA
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