SUMMARY TEST DATA

ON
APD-3-800M2D5G-NFF-50W
02643
Customer: Tested By: L. McGraw
SO No: Temperature: +25°C
Model No: APD-3-800M2D5G-NFF-50W Date: 04/01/2020
Serial No: _ 02643 Drawing No: 27625642 Rev: A1
Part No: _
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
Pl
1 Frequency Range 0.8TO 25 GHz 0.8 TO 2.5 GHz Al
: 0.52dB f
2 Insertion Loss 0.6 dB (See Plot)
3 VSWR =1.30:1 1.29:1
(See Plot)
4 Isolation 20 dB Minimum (Sezt:ngot}
. +0.14 dB
5 Amplitude Balance <+0.35dB (See Plot)
6 Phase Balance <+3° £1.3"
7 et Bandiin Forward <50 W Forward <50 W
g Reversed =1 W Reversed =1 W
Py
8 Impedance 50 Q 50 Q Qe
My
QA/QC Approval: Date: ‘-i/ 4/ ﬂa
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SUMMARY TEST DATA
ON
APD-3-800M2D5G-NFF-50W

02643
J1-J2
RETURN LOSS / INSERTION LOSS
PHASE BALANCE / AMPLITUDE BALANCE (NORMALIZED)

File Trace/Chan Response Marker/Analysis Stimulus Utiity Help
T 1 S11500008/ -19.16B Tr 3 522 500048/ -19.1dB Tr 2 S21Logh 0 20008 4 5008
090 [ getupnloss| = 25MGH -17 171 68| -390 | INSERTIONLOSS |1 39 79) MH: -5p54dB
4.10 a T3 aH FHETUD] 4.10 s H536H ST
il 24231 GH. 20p3 db)
10 b 2067 GH afrasll]l 4
-14.10 450
-19.10 e 470
2410 |- \ - -+ —"/ - R 490
2010 / - Y AW 810 [=={r== =
-34.10 “ -5.30
-39.10 r -5.50
4410 lluf -5.70
-49.10 590
[ 1 Chi: Stait_800.000 MHz =~ 2 Ch1: Start_800.000 MHz~ Slop 250000 GHz
Tr 5 521 Fhasel 20007 000" I 521 Logh 0 10043 000d8 I
10.00 [ pHASE BALANEE >[I Jo0CHMH 53 m’ 050 [ AMALITUDE BALANGE 127 GH 0po dB|
800 23346+ SHGET 040 2 F4EHGH GO
6.00 030
4.00 020
200 010
0.00 = 0.00 z £
200 2 -0.10 1
4.00 020
-6.00 030
800 040
-10.00 050
3 Chl: Start 800.000 MHz— Stop 250000 GHz || ' 4 >Ch1: Stat 800.000 MHz~ Stop 2.50000 GHz
Cont. » Chl Trd  S2/M | 0 il it i Lo ]
e — —d = e
File Trace/Chan Response Marker/Analysis Stimulus Utlity Help
Tr 1 S115000d8/ -19.1dB Tr 3 522500048/ -10.1dB Tr 2 S21LogM 0 Z00dB/ -4 5008
09
090 | ReETURNLOSS| = 250 GH -17 -380 | NSERTIOMLOSS |1 27 3 MH 503 qB
4.10 s TEHFEH = SrGH ~TE7uD]
1244 GH
210 p 1812 GH
-14.10
-19.10
24.10 — g
-20.10 \\ I 17
-34.10 ,1 v
-38.10 ”
44.10
-49.10 U 4|
1 Ch1: Start SO0.000MHZ%-- St 600.000 MHz — Stop 2.50000 GHz
|
Tr 5 S21Phassl 20007 000 100d8’ 00038
10.00 [ pHASE BALANEE 21 25(h GH 1ANCE 04 230 MH: 03 dg|
800 s G 2 2307 6H: =gtz d
6.00
4.00
200
0.00 5 E—
: ) —
-2.00
4.00
-6.00
-8.00
-10.00
I3 Ch1: Slart 200.000 MHz— Stop 250000 GHz || ' 4 >Chl: Stat BDU.DOUMHl:N__ Stop 250000 GHz
Cont.~ Ch1 Trd  S2/M T e . i T r—
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SUMMARY TEST DATA
ON
APD-3-800M2D5G-NFF-50W

02643
J1-J4
RETURN LOSS / INSERTION LOSS
PHASE BALANCE / AMPLITUDE BALANCE

File Trace/Chan Response Marker/Analysis Stimulus Utlity Help
Tr 1 S115000d8/ -19.1d8 Tr 3 522 5.000a8/ -19 168 Tr 2 521LogM 0 200dB/ -4 5098
090 | peturnloss| = 2500 GH -17p2d8 -3.80 | INSERTIQN LOSS 3 27 S0 MH; -4P5dB
-4.10 b t G 5HES -4.10 F5raH: =SRoUE
1 00 ocp Mt -23b3 dB,
AN b 195G swlsanll] *+*°
-14.10 -4.50
-19.10 \ 4.70
-24.10 X 4 — — 490 —
-20.10 K -+ \ 5.10 + |
-34.10 \ Y + -5.30
-39.10 I T - 550
“44.10 570
49.10 ! . -5.90
1 Ch1: Start 800.000 MHz =~ Slop 250000 GHz || 2 Ch1: Stat 800.000 MHz - Stop 250000 GHz
l e —————
Tr 5 S21Phassl 20007 009 W 5211090 100087 00038
10.00 [ pHASE BMLANEE >[i 1944 GH. 63533 m| 050 [ AMILITUDE BALANCE 1521 GH ofizde]
8.00 s F43HGH SHoE6T 040 i Fas sl S R
6.00 030
400 020
200 0.10 1
0.00 o 000 N %
-2.00 -0.10
4.00 020
6.00 030
800 040
-10.00 050
3 Chl: Start_800.000 MHz— Slop 250000 GHz 4 >Chl: Slarl 800.000 MHz— Slop 250000 GHz
Cont. ~ Ch1 Tr4  S2/M  C2Poit ——— ] T
File  Trace/Chan Response MarkerfAnalysis Stimulus Utllity Help
B s2110gM 500048’ 0.00dB
500 [ 1SOLATION LE 1.969 GHz -2105dB
> 2: 1413 GHz -4431d8
0.00 bl
-5.00
-10.00
-15.00
-20.00
1
25.00 \
30.00 \
-35.00 /
-40.00
2
-45.00
1 >Ch1: Sfart 800.000 MHz — Stop 2.50000 GHz
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SUMMARY TEST DATA
ON
APD-3-800M2D5G-NFF-50W

02643
J3-J4
ISOLATION

File  Trace/Chan Response Marker/Analysis Stimulus Utlity Help

Bl 5211091 5.00008/ 0.00dB
5.00 [ |SOLATION 1. 2900GHz 217648
> 2 1429 GHz -40.14 dB

0.00

-5.00

-10.00

-15.00

-20.00

25.00 \\

-30.00 \\_—_ /

-35.00

-40.00

-45.00

1 >Ch1: Slart 800.000 MHz —
Cont. \ Ch1 \EE2l 521 C 2-Port
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