SUMMARY TEST DATA
ON
APD-3-800M2D5G-NFF-50W

02645
Customer: _ Tested By: _L. McGraw
SO No: _ Temperature: _+25°C
Model No: APD-3-800M2D5G-NFF-50W Date: 04/01/2020
Serial No: _ 02645 Drawing No: 27625642 Rev: A1
Part No: _
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
PMI
1 Frequency Range 0.8 TO 2.5GHz 0.8 TO 2.5 GHz QAY
. 0.56dB
2 Insertion Loss =0.6dB (See Plot)
3 VSWR <1.30:1 1.29:1
(See Plot)
s oo 20.4dB
4 Isolation 20 dB Minimum (See Plot)
: +0.24dB
5 Amplitude Balance <+0.35dB (See Plot)
6 Phase Balance =+3° + 1.2°
5 Forward =50 W Forward <50 W
7 R Reversed =1 W Reversed <1 W
PMI
8 Impedance 50 Q 50 Q QA1
\ PMI
QA/QC Approval: k Qr{ Date: ""‘/a/ap
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SUMMARY TEST DATA
ON
APD-3-800M2D5G-NFF-50W

J1-J2
RETURN LOSS / INSERTION LOSS
PHASE BALANCE /| AMPLITUDE BALANCE (NORMALIZED)

File  Trace/Chan Response Marker/Analysis Stimulus Utility Help
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Ch1: Start 800.000 MHz— 4 >Chl: Start 800.000 MHz— Slop 2 50000 GHz

Cont. ¥ Ch1l Tr4 S21 /M C 2-Poit LCL
J1-J3
RETURN LOSS / INSERTION LOSS
PHASE BALANCE / AMPLITUDE BALANCE

File Trace/Chan Response Marker/Analysis Stimulus Utlity Help
Tr 1 S11500038/ -19.1d8 Tr 3 522500048/ -10.1dB Tr 2 S21Logh 02004/ -4 5008
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02645
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SUMMARY TEST DATA
ON
APD-3-800M2D5G-NFF-50W

02645
J1-J4
RETURN LOSS / INSERTION LOSS
PHASE BALANCE / AMPLITUDE BALANCE

File Trace/Chan Response Marker/Analysis Stimulus Utility Help
Tr 1 S115000d8/ -191dB Tr 3 S22 5.000487 -10 1dB Tr 2 521LogM 02008/ -4 5008
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|
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3 Chl: Stat 800.000 MHz— Slﬁ 250000GHz || 4 >Ch1: Slarl 800.000 MHz— Slop 250000 GHz
Cont.~ Chi Tr4  S2/M  C2Pot S ——— T
File Trace/Chan Response Marker/Analysis Stimulus Utility Help
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SUMMARY TEST DATA
ON
APD-3-800M2D5G-NFF-50W

02645
J3-J4
ISOLATION

File  Trace/Chan Response Marker/Analysis Stimulus Utlity Help
| Il s21L0gM 5.0004B/ 0.00dB

500 [ soLATION 1 2500 GHz 212008
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Cont. / Chi [me2i s _C 2-boit L

Slop 2.50000 GHz
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