SUMMARY TEST DATA

ON
PS-90-0510
Customer: Tested By: E. KRETZ
Job No:. Date: 05/08/2020
Model No: PS-90-0510 Temp: 25°C
Serial No: 02682 Drawing No: 27636862 Rev: A1
Part No.
TEST PARAMETERS SPECIFIED VALUE TEST RESULTS QA
ITEM NO. QC
1 Frequency Range: 0.5 GHz to 1.0 GHz 0.5 GHz to 1.0 GHz
: . 2.5dB Typ. 1.2dB
¢ N 3.0 dB Max. See Plot
] _ 1.5:1
< VSWR Input: 2.01 See Plot
+20dBm Operating, 0.5 W CW +20 dBm
4 RE lopus Fonet 1ps Pulse Width Survival See Typical Characteristics
Rise: 10nsTyp., 15ns Max.
5 S Fall: 10ns Typ., 15ns Max. PASS
e Delay On: 50ns Typ.,75ns Max. See Typical Characteristics
Delay Off: 55ns Typ., 75ns Max.
6 Phase States 0 Degrees, 180 Degrees R, S e
See Plot
. +5VDC @ 75 mA Max. +5VDC @ 38 mA
T DC Supply -5VDC @ 20 mA Max. SVDC @ 5mA
QA/QC Approval: ,C@LM Date: & .8-2020
i

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731

Email: sales@pmi-rf.com



cwenner
Rectangle

cwenner
Rectangle

cwenner
Rectangle


SUMMARY TEST DATA

02682
Insertion Loss at Phase Settings
0
-0.5
-1
g -1.5
g -2 —()°
25 e 180
-3
-3.5
0.5 0.7 0.75 0.8 0.85 0.9 0.95 7 |
Frequency (GHz)
VSWR
2.5
2
g 15 () [N
2 1 e ————————————  =—0"0UT
e 180° IN
0.5 —180° QUT
0
0.5 0.7 0.75 0.8 0.85 0.9 0.95
Frequency (GHz)
Phase
225
202.5
180
157.5
135
w
g 112.5
g 9 —t
e - Shifted
45
225
0
-22.5
{1 7 0.75 0.8 0.85 09 0.95
Frequency (GHz) ?

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731

Email: sales@pmi-rf.com



cwenner
Rectangle

cwenner
Rectangle


