SUMMARY TEST DATA

ON
PS-90-0510
Customer:' Tested By: A. Lopez
Job No:. Date: 05/08/20

Model No: PS-90-0510 Temp: 25°C

Serial No: 02684 Drawing No: 27636861 Rev: A1

Part No.
TEST PARAMETERS SPECIFIED VALUE TEST RESULTS QA
ITEM NO. QcC
1 Frequency Range: 0.5 GHz to 1.0 GHz 0.5 GHz to 1.0 GHz
) . 2.5dB Typ. 1.2dB
S Waarion Loes: 3.0 dB Max. See Plot
: . 1.6:1
3 VSWR Input: 2.0:1 See Plot
+20dBm Operating, 0.5 W CW +20 dBm
4 RF Input Power 1us Pulse Width Survival See Typical Characteristics
Rise: 10nsTyp., 15ns Max.
5 r— Fall: 10ns Typ., 15ns Max. PASS
e Delay On: 50ns Typ.,75ns Max. See Typical Characteristics
Delay Off: 55ns Typ., 75ns Max.
0 Degrees, 180 Degrees
6 Phase States 0 Degrees, 180 Degrees See Plot
) +5VDC @ 75 mA Max. +5VDC @ 38 mA
7 B Soap: -5VDC @ 20 mA Max. 5VDC @ 5mA
QA/QC Approval: Date: _S & 2o20
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SUMMARY TEST DATA

02684
Insertion Loss at Phase Settings
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