REVISIONS

DESCRIPTION A ORIGINAL RELEASE 4/13/12
PMI MODEL NUMBER 10C15D25G—-200—-CD—-SFF
IS A COMBLINE BANDPASS FILTER WITH SMA FEMALE
CONNECTORS AT THE INPUT AND OUTPUT. ALL FILTERS
WILL BE MACHINED AND SILVER PLATED TO PROVIDE
THE HIGHEST POSSIBLE Q.
e CENTER FREQUENCY. -t 15250 MHz 000 |-o.5oo——|
® 1dB BANDWIDTH - oo 200 MHz _
® VSWR IN THE PASSBAND--- - 1.5:1 MAX. o O o DD o

ogoe [ (o PLANAR MONOLITHICS INDUSTRIES \ 1 1
e INSERTION LOSS (PASSBAND)-- <5dB MAX. 1.000 l ] FREDERICK, MARYLAND Et\\\\\\\\l @

| =|| ¥EEE 10C15D25G-200-CD-SFF ; O F D
e REJECTION @15050 MHz ... —40dB I\\\\\\\\\E °°°°°°°°° SERIAL NO: PLXXXXX/XXXX S
o REJECTION @15450 MHz ------ —40dB l 0O 3

O1OOTYF'
90.096 THRU “ L—moo . —L.250~
® CONNECTORS -+ - -ovviiiiee SMA (F)
© WEIGHT - oo 1 0Z. TYP.
© SIZE - 23.00” (L) X 1.00” (W) X 0.50" (H)
® FINISH - oo _GRAY PAINT
CONFIDENTIAL AND PROPRIETARY
ENVIRONMENTAL RATINGS PLANAR MONOLITHICS INDUSTRIES INC.
o TEMPERATURE: - - - - - - - —55°C TO +85°C (OPERATING) FreDEH éKF ﬁﬁg%E&%@%m USA i
—65°C TO +125°C (STORAGE) TEL: 301-662-5019 FAX: 301-662-1731
o HUMIDITY:. .. ............. MIL—STD—202F, METHOD 103B COND. B WEBSITEILWWW pmi-rf.com
©SHOCK: - - ovooviaeee MIL—STD—202F, METHOD 213B COND. B sales@pmi-rf.com
o VIBRATION: - - - MIL—STD—202F, METHOD 204D COND. B 1SO 9001:2000 CERTIFIED
¢ ALTITUDE: - - MIL—STD—202F, METHOD 105C COND. B PRODUCT FEATURE
e SALT FOG:- -~ -~ - MIL—STD—202F, METHOD 107D COND. A APPROVALS DATE
e FUNGUS: oo MIL—STD—810C, METHOD 508.2 TNCONIA (413712 10C15D256-200—CD—SFF
o TEMPERATURE CYCLE: - - - - MIL—STD—202F, METHOD 107 ALL DIMENSIONS ARE IN INCHES  |-oemes Sz i 0. =y RV
XX Eo029 A| 05XQ0 27016401 A

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION WEIGHT: X.XX oz. ISSUED scAE N:S SHEET 1 OF 1




