Customer:

SUMMARY TEST DATA

DTA-18G40G-30-CD-2

ON

Tested By: K. Mansfield

Job No: Date: Wednesday, November 30, 2022
Model No: Temperature: +25°C
Serial No: 24051 Drawing No: 27615996 Rev: A1l
TEST QA
PARAMETERS CIFIED VA ASS/FAI
ITEM No. SPE E LUE PASS/FAIL Qc
\I
1 Frequency Range: 18 GHz — 40 GHz 18 GHz - 40 GHz Q\Gx\‘,ﬂa
2 Mean Attenuation Range: 30dB 30dB [
. , 5.6 dB j
3 Insertion Loss: 6.0 dB Typ. See Plot
: . 1.6:1
4 VSWR: 2.5:1 Max. Bttt J
. +1.48 dB ’
5 Flatness: +1.5 dB Typ. See Plot
o +0.17 dB
6 Accuracy of Attenuation: +2.0dB Typ. See Plot
T4 Power Handling Capability: +24 dBm CW Max. See Typical Characteristics
8 Input 1 dB Compression: +10 dBm Typ. See Typical Characteristics
s — On Time 1 us Max. . n = i
9 Switching Time: Off Time 0.5 us Max. See Typical Characteristics \
10 Power Supply: +15 V @ 100 mA Max. 39 mA N
o\
Programed . Accuracy of || Flatness Programed . Accuracy of || Flatness
Attenuation Affenyation Attenuation dB Attenuation Afteguation Attenuation dB
dB dB dB +dB dB dB dB +dB
1.00 1.01 -0.01 0.12 10.00 10.15 -0.15 0.83
2.00 2.04 -0.04 0.23 15.00 15.13 -0.13 0.97
4.00 4.11 -0.11 0.42 20.00 20.05 -0.05 1.06
8.00 8.16 -0.16 0.72 25.00 25.00 0.00 1.25
16.00 16.11 -0.11 0.97 30.00 30.01 -0.01 1.48
o
QAJQC Approval: ah? Date: [\ /30 /DO P IS
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Quantic PMI SUMMARY TEST DATA

PLANRR MONOLITHICS ON
DTA-18G40G-30-CD-2
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