
OPERATES OVER THE 1 TO 2 GHz FREQUENCY RANGE. THIS UNIT FEATURES 26 dB GAIN, 3 dB
PMI MODEL PEC-26-1G2G-3R0-25-15-SFF IS A HIGH LINEARITY, LOW NOISE AMPLIFIER THAT

NOISE FIGURE AND +45 dBm OUTPUT IP3.

DESCRIPTION

SHOCK:
                                     

HUMIDITY:
                                

VIBRATION:
                              ALTITUDE:
                                TEMPERATURE CYCLE:          

TEMPERATURE:                       

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE

-30 °C TO +55 °C (OPERATING)
-65 °C TO +125 °C (STORAGE)
MIL-STD-202, METHOD 103B COND. B
MIL-STD-202, METHOD 213B COND. B
MIL-STD-202, METHOD 204D COND. B
MIL-STD-202, METHOD 105C COND. B
MIL-STD-202, METHOD 107D COND. A

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

ENVIRONMENTAL RATINGS

FINISH:-----------------------------------

FREQUENCY:--------------------------1 TO 2 GHz
GAIN:------------------------------------- 26 dB TYPICAL

NOISE FIGURE:----------------------- 3.0 dB MAX

GAIN FLATNESS:---------------------±1.0 dB MAX

OP1dB:-----------------------------------+25 dBm MIN
OIP2:--------------------------------------+55 dBm MIN

VSWR (IN/OUT):-----------------------2.0:1 MAX

DC SUPPLY:----------------------------+12V TO +15V

CONNECTORS:------------------------SMA (F)

SEALING:--------------------------------EPOXY SEALED
(HERMETIC OPTION)

OIP3:--------------------------------------+45 dBm MIN

GOLD PLATED
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PEC-26-1G2G-3R0-25-15-SFF
27005241 C1

KM
DPD

11/1/05
9/21/21

1/15/2006B MOVED DC PIN TO BE IN-LINE WITH GND LUG

9/27/2021UPDATED TO CURRENT  STANDARDS

PRODUCT FEATURE

C1

ISO 9001 CERTIFIED

PLANAR MONOLITHICS INDUSTRIES, INC.

WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com
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FREDERICK, MARYLAND 21704 USA

TEL: (301)-662-5019, FAX: (301)-662-1731
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