DESCRIPTION:

PHASE AND AMPLITUDE BALANCE PACKAGED IN A SMALL SIZE.

SPECIFICATIONS:

o FREQUENCY: - --------- 8 — 18 GHz

° INSERTION LOSS:-------1.5 dB MAX

© ISOLATION:: -« - -vvvveen 14 dB MIN

© VSWR -+ voveeennanns 15 : 1 TYPICAL

AMPLITUDE BALANCE----+ 0.75 dB MAX

o PHASE BALANCE: - ---: 90" + 5 MAX

6 POWER <+« vveevvvvnn- 50 WATTS CW

o WEIGHT -------vhvonnns ‘1 OUNCE TYPICAL

PO V4 0.80" (L) x 1.20" (W) x 0.22" (H)
® FINISH: -------cvnves 50 uin. GOLD PLATING MIN. OVER

COPPER FLASH OVER NICKEL FLASH
PER MIL-G 45204 TYPE 2

MODEL NUMBER QC-8018 IS A 3dB, 90 DEGREE QUADRATURE COUPLERS WORKING OVER THE
FREQUENCY RANGE OF 8.0 TO 18.0 GHz. IT IS DESIGNED FOR LOW INSERTION LOSS, LOW VSWR,

M/N
0/N
s/N

REVISIONS
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ZONE| REV. DESCRIPTION
A ORIGINAL RELEASE 2/3/10
80.01S RF PIN
MANUFACTURER PART NUMBER
OPTION NUMBER !_ 4 PLACES
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ENVIRONMENTAL RATINGS: PART NO. PLANAR MONOLITHICS INDUSTRIES, INC.
: ) ALL DIMENSIONS ARE IN INCHES FREDERICK, MARYLAND
o TEMPERATURE: -+ -+ - ~55'C TO +85'C_(QPERATING TOLERANCES: R -
—-65'C TO +125°C (STORAGE) XXX +0.020 e OUTLINE DRAWING
© HUMIDITY: -+ eoveeeene MIL—STD—202F, METHOD 1038 COND. B XXX £0.010 oraN 9/3/98
© SHOCK: -+ v vvvreennn MIL—STD—202F, METHOD 213B COND. B . : KS QC-8018
© VIBRATION: -+ v v vvnvvnnns MIL—STD—202F, METHOD 204D COND. B CHECKED QUADRATURE COUPLER
© ALTITUDE: -+ -+« vvveeee MIL—STD—202F, METHOD 105C COND. B
o TEMPERATURE CYCLE:- - MIL—STD—202F, METHOD 107D COND. A ISSUED SZE mé?XQO DNG N 27012206 ":\"
NOTE» THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION SCALE | |S'IEEI' 1 of 1
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REVISIONS
DESCRIPTION: ZONE| REv. DESCRIPTION DATE APPROVED
MODEL NUMBER QC-8018 IS A 3dB, 90 DEGREE QUADRATURE COUPLERS WORKING OVER THE
FREQUENCY RANGE OF 8.0 TO 18.0 GHz. IT IS DESIGNED FOR LOW INSERTION LOSS, LOW VSWR, A ORIGINAL RELEASE 2/3/10
PHASE AND AMPLITUDE BALANCE PACKAGED IN A SMALL SIZE.
FUNCTIONAIL. SCHEMATIC:
PART NO. PLANAR MONOLITHICS INDUSTRIES, INC.
FREDERICK, MARYLAND
e i OUTLINE DRAWING
Xy 9/3/98 QC-8018
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