REVISIONS
DESCRIPTION DATE

DESCRIPTION:
ORIGINAL RELEASE 04/23/18
PLANAR MONOLITHICS INDUSTRIES MODEL NUMBER ECN # 13-0066 06./19/13

LM—18G40G—18—1W—292FF IS A HIGH POWER LIMITER THAT ECN Z 17-0185
OPERATES FROM 18.0 GHz TO 40 GHz AND HANDLES 20 WATTS 06/19/13
PEAK POWER. THE LEAKAGE POWER IS +18dBm MAXIMUM.
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SPECIFICATIONS:

FREQUENCY: 18.0 GHz TO 40 GHz

INSERTION LOSS: 4.0dB MAX. (See Note 1)
INPUT POWER: 1 WATT CW Max. MODEL NO:

. LM-18G40G-18-1W-292FF
VSWR: ——  2.1:1 (See Note 1) z SERALNG B

PLXXXXX/XXXX
LEAKAGE POWER: +18dBm Max. (See Note 2) Q
LIMITING THRESHOLD:

+9dBm Max. B
RECOVERY TIME: ®0.10 THRU

(2 PLACES)

10nsec Max.

CONNECTORS 2.92mm FEMALE REMOVABLE (K—Type Equivalent)

SIZE:
WEIGHT:

FINISH:

0.50 X 0.50 X .22
1.5 OZ. TYPICAL
GOLD PLATED

12mil X 29mil (TYP)

Feedthru

(WXL) —‘

NOTE 1: Insertion Loss and VSWR tested at —10dBm. - |::[3
NOTE 2: Power Rating derated to 20% at +125 Degrees C.

2.92mm FEMALE
CONNECTORS
(2 PLACES)
FIELD REMOVABLE

PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731

WEBSITE: www.pmi-rf.com

E-MAIL: | mi-rf.com
ISO 9001 CERTIFIED
e PRODUCT FEATURE
e LM—18G40G—18—1W—292FF

YY) on/es/is HIGH POWER LIMITER

ALL DIMENSIONS ARE IN INCHES |Grzcren P 0. DWG NO.
27018171

TOLERANCES: A OSXQO

X.XX +0.020
X.XXX  £0.010 ISSUED
scae N:S

ENVIRONMENTAL RATINGS
° TEMPERATURE:

—54°C TO +85°C (OPERATING)
—55"C TO +125°'C (STORAGE)

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION




