REVISIONS
REV. DESCRIPTION DATE APPROVED

DESCRIPTION 1 ORIGINAL RELEASE 04/15/15 P

PMI MODEL: P8T—20M6G—80—R—515—SFF IS A SINGLE POLE EIGHT THROW, Al ECN #15-0014 fo/7/15
REFLECTIVE SWITCH MODULE WITH LOW INSERTION LOSS, HIGH ISOLATION AND MECHANICAL OUTLINE
WITH INTEGRAL DECODED 3—BIT TTL DRIVER DESIGNED FOR 20 MHz TO 6

GHz OPERATION.
SPECIFICATIONS
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e FREQUENCY RANGE:——— 20 MHz TO 6 GHz ““80 I\\\\\\\

INSERTION LOSS: ————2./5 dB TYP, 3.25 dB MAX 1180 I
ISOLATION: 80 dB MIN, 100 dB TYP

|
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VSWR: .0; S S e
2 O w MAX % % %\‘ _1%:\;; \ #2-56 UNC TAPPED HOLES

\ Il
SWITCHING SPEED:——————250 ns MAX _ 020" DEEP (4 PLACES)
OPERATING POWER:———— 23 dBm CW MAX \“PSS}M;LA{E>ESREMO\"ABLEv

CONTROL: 5—BIT DECODED TTL LOGIC —| ose |=—

—— 0.59 |=—
(SEE TABLE 1) o8 |-

POWER SUPPLY:———————— +5 VDC @ 350 mA MAX BB O O B

—15 VDC @ 100 mA MAX s
® SI/F: (L) 3.0” X (W) 1.57 X (H) 0.5 s
® FINISH: BLUE EPOXY POLIMIDE COATING F’”‘j’j{éﬁxgﬁx'ggj” x
IAW MIL—C—22750, TYPE | OVER
EPOXY POLIMIDE PRIMER AW

MIL—P—=23377,
TYPE I, CLASS 1 OR 3.

SEALING: EPOXY SEALED

2.560

0.220 a‘

TABLE 1 — LOGIC TABLE
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DC & CONTROL PIN
#0.025,
5 PLACES

PMI CONFIDENTIAL AND PROPRIETARY

ENVIRONMENTAL RATINGS 7311-F GROVE ROAD
B 15% 0 + 33 reraTi i A
65 'C TO +125 'C (STORAGE) WEBSITE: www.pmi-rf.com

o HUMIDITY: MIL—STD—202F, METHOD 1038 COND. E'MAl'é-b 984@'[)7(?(|)?SCEF;T¥I_E|E%H]

e SHOCK: MIL—STD—202F, METHOD 2138 COND. —

o VIBRATION: MIL=STD—202F, METHOD 204D COND. PRODUCT FEATURE

o ALTITUDE: MIL—STD—202F, METHOD 105C COND. APPROVALS PATE
o TEMPERATURE CYCLE: MIL—STD—202F, METHOD 107G COND. e 04,/15/15 P8T-20M6G—80—-R—515-SFF
ALL DIMENSIONS ARE IN INCHES

TOLERANCES: CHECKED FSCM NO. DWG NO. REV.
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