DESCRIPTION

PMI MODEL P2T—12G18G—70—-T—SFF IS AN ABSORPTIVE, HIGH SPEED, SINGLE POLE TWO

THROW SWITCH CAPABLE OF SWITCHING
RANGE IS 12.0 GHz TO 18.0 GHz.

SPECIFICATIONS
e FREQUENCY RANGE:
® IMPEDANCE:
e INPUT POWER:

o INPUT VSWR:
® [NSERTION LOSS:
® [SOLATION:
e SWITCHING SPEED:
e DC VOLTAGE:

® CONTROL:

® CONNECTORS IN/OUT:

e S[/E:

® [FINISH:

ENVIRONMENTAL RATINGS
* TEMPERATURE:

WITHIN

100 ns MAXIMUM.
THIS SWITCH HAS > 70 dB ISOLATION.
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—55°C TO + B85°C (OPERATING)

—65'C TO +125°C (STORAGE)

° HUMIDITY: MIL-STD—202F, METHOD
® SHOCK: MIL—-STD—202F, METHOD
® VIBRATION: MIL—-STD—-202F, METHOD
° ALTITUDE: MIL—STD—-202F, METHOD
°* TEMPERATURE CYCLE: MIL—STD—202F, METHOD

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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