REVISIONS

DESCRIPTION DATE APPROVED

ORIGINAL RELEASE 1/28/16

DESCRIPTION:

PMI MODEL NUMBER P3T-0R5G18G-55-R-SFF-PN IS A SINGLE POLE, THREE THROW ECN # 18-0024 2/5/18
REFLECTIVE SWITCH DESIGNED TO OPERATE OVER THE 0.5 GHz TO 18.0 GHz
FREQUENCY RANGE. THIS MODEL IS DESIGNED TO MAINTAIN LOW INSERTION LOSS,

HIGH ISOLATION, AND FAST SWITCHING SPEED. MECHANICAL OUTLINE

SPECIFICATIONS: (At +25°C)

° FREQUENCY:- 0.5 GHz TO 18.0 GHz L 0.40

° INSERTION LOSS: - - 3.2dB TYPICAL 020

. > #0.10 THRU
ISOLATION: 55dB MINIMUM /= (4 PLACES)
/

VSWR: + 2.0:1 MAXIMUM
SPEED:: 100ns MAXIMUM

POWER INPUT (OPERATING): «rerrsescsscnnn: +20dBm CW MAXIMUM

CONTROL: TTL LOGIC - SEE LOGIC TABLE ‘ 4
" ’ SP3T, REFLECTIVE SWITCH
POWER SUPPLY: - - +5V @ 120 mA NOMINAL y N AL O PO
E1
-15V @ 50 mA NOMINAL
RF CONNECTORS: - SMA FEMALE CONNECTORS

DC CONNECTORS: - SOLDER PINS

SIZE: (L) 1.2" X (W) 1.2" X (H) 0.5"
FINISH: PAINTED BLUE

LOGIC TABLE
3BITTTL
E3 [ FUNCTION

1 [J1-J2 "Low Loss" PMI CONFIDENTIAL AND PROPRIETARY
1 [J1-J3 "Low Loss"
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o TEMPERATURE: --r-rorovre: —40°C TO +85°C (OPERATING) e
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—55C TO +125°C (STORAGE)
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