REVISIONS

REV. DESCRIPTION DATE APPROVED

DESCRIPTION

A1 INITIAL RELEASE 09/23/16 | Xd3 S4Y

PMI MODEL NUMBER PLNA-35-100M18G-P1dB24-120VAC IS A PORTABLE
AMPLIFIER THAT OPERATES OVER THE 100 MHZ TO 18 GHZ FREQUENCY RANGE B1 ECN # 20-0041 2/20/20
WITH A TYPICAL GAIN OF 35 dB MINIMUM AND AN OUTPUT P1dB OF +22 dBm.

THIS AMPLIFIER FEATURES AN ILLUMINATED PUSH BUTTON ON/OFF SWITCH IN

A SMALL PACKAGE. MECHANICAL OUTLINE T #0125 THRU 4 CORNERS

ILLUMINATION
SPECIFICATIONS RED = ACTIVE
FREQUENCY RANGE: 100 MHz TO 18.0 GHz
GAIN: 35.0 dB MINUMUM
GAIN FLATNESS: +2.5 dB Typ )
NOISE FIGURE: 4.5dB Typ | ONEsE EEOFF
' MODEL NO: PLNA-30-10M6G-P1dB22-120VAC
OP1dB: 25.0 dBm TYP., +22.0 dBm MIN. SERIAL NO: XX00000XKX
INPUT/OUTPUT VSWR: 2.0: 1 MAX \OL\ 120 VAC
MAXIMUM RF INPUT: +10.0 dBM MAX
AC VOLTAGE SUPPLY: 120 VAC
AC CONNECTOR: 3PINIEC
ON/OFF SWITCH: VANDEL SWITCH ILLUMINATED
RF CONNECTOR IN/OUT: N - TYPE FEMALE
SIZE (L X W X H): 35"X 3.5"X 1.75"

FINISH: GOLD PLATED

RF
OUTPUT

7311-F GROVE ROAD
e TEMPERATURE: -20 °C TO +55 °C (OPERATING) FREDERICK, MARYLAND 21704 USA
TEL: (301)-662-5019, FAX: (301)-662-1731 =

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION ISO 9001 CERTIFIED
TITLE

APPROVALS oATE PRODUCT FEATURE
A PLNA-35-100M18G-P1dB24-120VAC

ALL DIMENSIONS ARE IN INCHES
TOLERANCES: HAF LAY | 09/19/16
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