DESCRIPTION:

PMI MODEL NUMBER EQL-26D5G40G-1D5DB-292MF IS A PASSIVE AMPLITUDE EQUALIZER

PROVIDING THE FOLLOWING SPECIFICATIONS. THIS EQUALIZER HAS A NEGATIVE SLOPE.

SPECIFICATIONS:
® FREQUENCY:

26.5 GHz TO 40 GHz

® MAXIMUM INPUT POWER:
® VSWR:

0.5 WATTS CW
2.0 :1 MAX

® INSERTION LOSS @ 26.5 GHz:

® SLOPE:

1.5 dB MAX

0.41 +£0.06 dB/GHz

® AMPLITUDE ACCURACY:

+0.5 dB (COMPARED TO BEST FIT STRAIGHT LINE)

2.92 mm MALE J1

® CONNECTORS:

2.92 mm FEMALE J2
PAINTED BLUE

® FINISH:

ENVIRONMENTAL RATINGS:

REVISIONS

ZONE| REV. DESCRIPTION DATE APPROVED
A1l ORIGINAL RELEASE 5/23/19
Normalized Amplitude vs Frequency
= -
=
Y -
=
3
= -25
=5
£ =0
-
g -35
TEu -4.0 \
S 45
-5.0
-5.5
-6.0
265 280 295 31.0 325 340 355 370 385 400
Frequency (GHz)

0.1

__‘__

- 028

PLANAR
MONOLITHICS

Ir

PLXXXXX /XXXX

INDUSTRIES ~ FSCM 05XQ0
EQL—26D5G40G—1D5DB—292MF

J2

B
(/.7

0) l

2.92 mm MALE &

—‘ 0.55 l—

#0.098 THRU,
2 PLACES

Wi \
2.92 mm FEMALE

PMI CONFIDENTIAL AND PROPRIETARY

TEL: 301-662-5019

FAX: 301-662-1731

WEBSITE: www.pmi-rf.com
E-MAIL: sales@pmi-rf.com

PLANAR MONOLITHICS INDUS TRIES INC

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA

° TEMPERATURE: 3G TO 113570 TORAOE) ISO 9001 CERTIFIED

e HUMIDITY: MIL-STD-202F, METHOD 103B COND. B e

® SHOCK: MIL-STD-202F, METHOD 213B COND. B APPROVALS DATE PRODUCT FEATURE

e VIBRATION: MIL-STD-202F, METHOD 204D COND. B S EQL—26D5G40G—1D5DB—292MF

o ALTITUDE: MIL-STD-202F, METHOD 105C COND. B T cmzpy PH 8/20/18 I ___ _

e TEMPERATURE CYCLE: MIL-STD-202F, METHOD 107 TOLERANGES: Al 05XQ0 27036280 A1
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