DESCRIPTION

PMI MODEL NUMBER: P16T—100M40G—90—-T—-512—-SFF—-DEC IS A SINGLE POLE,
SIXTEEN THROW ABSORBPTIVE PIN DIODE SWITCH THAT OPERATES FROM 0.1 TO

40.0 GHz FREQUENCY RANGE.
15dB AND 80dB OF ISOLATION.

IT OPERATES AT 20dBm CW AND IS

CONTROLLED WITH 4-BIT DECODED TTL LOGIC.

SPECIFICATIONS

0.1 TO 40.0 GHz

e FREQUENCY RANGE:
e INSERTION LOSS:

10 dB (0.1 TO 18 GHz) MAX

® |SOLATION:

15 dB (18 TO 40 GHz) MAX

70 dB (0.1 TO 1.0 GHz) MIN

80 dB (1.0 TO 18 GHz) MIN

® VSWR — INPUT/OUTPUT:

e VSWR — OUTPUT/OFF:

80 dB (18 TO 40 GHz) MIN
2.5:1 (0.1 TO 18 GHz) MAX

2.75:1 (18 TO 40 GHz) MAX

2.5:1 (0.1 TO 18 GHz) MAX

e SWITCHING SPEED:
e RISE/FALL:

2.75:1 (18 TO 40 GHz) MAX

e DELAY ON/OFF:

50ns Typ. / 10ns Typ.

e INPUT POWER:

100ns Max. / 50 ns Typ.

© CONTROL:

+20dBm CW

© CONNECTORS:

4—BIT DECODED TTL LOGIC — SEE TABLE
2.92mm (F) REMOVABLE

® POWER SUPPLY:

+5VDC @ 1100 mA Max.

—12VvDC @ 700mA Max.
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THIS MODEL HAS A MAX INSERTION LOSS OF
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SP16T TERMINATED SOLID STATE SWITCH

MODEL NO:

P16T-100M40G-90-T-512-SFF-DEC
SERIAL NO:

PLXXXXX/XXXX
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o SIZE: (L) 8.00” X (W) 3.00" (H) 0.65"
e FINISH: GOLD PLATED LOGIC TABLE
E1|E2[E3|E4|CONNECTOR
OPTIONS: 0/0]0JO0] J1 O PMI CONFIDENTIAL AND PROPRIETARY
_— 0101011 J2 0
e —|ND: INDIVIDUAL CONTROL LOGIC 8 8 110 J3 O
111 J4 0
0 0l0] _J50 PLANAR MONOLITHICS INDUSTRIES INC.
— 7311-F GROVE ROAD i
0 717 :]8 0 FREDERICK, MARYLAND 21704 USA
ENVIRONMENTAL RATINGS: StoToT—J90 TEL: 301-662-5019 FAX: 301-662-1731
110 1T Ji0 0 WEBSITE; www.pmi-rf.com
TEMPERATURE:- --40°C TO +85°C (OPERATING) ol1l0 J11 0 E-MAIL: | mi-rf.com
-65°C TO +125°C (STORAGE) o T 7o ISO 9001 CERTIFIED
HUMIDITY: - -MIL-STD-202F, METHOD 103B COND. B 111100 J13 0 TTE
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