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SPECIFICATIONS:

● 1 dB PASSBAND FREQUENCY RANGE:………........ 3.55 GHz TO 4.4 GHz MIN

● PASSBAND BANDWIDTH:…....…………................... 850 MHz MIN

● PASSBAND VSWR:……………................................ 1.5:1 TYP, 2.0:1 MAX

● PASSBAND INSERTION LOSS:………………............ 2.5 dB TYP, 3.2 dB MAX

● REJECTION:
     ● 0.1 TO 3.34 GHz:……..………….......................... -60 dBc MINIMUM
     ● 4.675 TO 6.0 GHz:………..................................…-60 dBc MINIMUM

● CONNECTORS:……….........................................……SMA FEMALE CONNECTORS
(FIELD REPLACEABLE)

● FINISH:……….........................................…………… SILVER PLATED

ENVIRONMENTAL RATINGS:

● TEMPERATURE:……………..................................... -40°C TO +85°C (OPERATING)
-65°C TO +125°C (STORAGE)

DESCRIPTION:

PMI MODEL NUMBER BPF-3D55G4D4G-850M-SFF-3 IS A BANDPASS FILTER WITH A 1 dB BANDWIDTH 
OF 850 MHz MINIMUM COVERING 3550 TO 4400 MHz.


