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SPECIFICATIONS:
● FREQUENCY RANGE:……..…………………............. 0.5 TO 18 GHz
● INSERTION LOSS:….…...…….....................………... 6.0 dB MAX
● ATTENUATION RANGE (OVER IL):….…...……...........0 TO 31.5 dB
● STEP SIZE:….…...…….....................………............. 0.5 dB
● SWITCHING SPEED:….…...…….....................………100 ns MAX
● VSWR (IN/OUT):…..........................…....………........2.0:1 MAX
● MAX RF INPUT POWER:…...................................... +20 dBm CW (OPERATING)

+27 dBm CW (SURVIVAL)
● DC VOLTAGE:…...................................................... +5 VDC ±5% @ 100 mA MAX

-5 VDC ±5% @ 100 mA MAX
● TTL CONTROL:….....................................................6 BITS

"1=INSERTION LOSS"
"0=ATTENUATION"

● RF CONNECTORS:….…...…….....................……….. SMA (F) REMOVABLE
● SIZE:….…...…….....................……….......................1.15" X 0.85" X 0.5"
● FINISH:….…...…….....................………................... PAINTED BLUE

BLOCK DIAGRAM

●TEMPERATURE:…................................................... -40°C TO +85°C (OPERATING)
-55°C TO +125°C (STORAGE)

DESCRIPTION:
PMI MODEL NUMBER SBA-500M18G-31D5-6B-SFF IS A SWITCHED BIT ATTENUATOR OPERATING FROM 
0.5 TO 18 GHz DESIGNED TO BE SWITCHED BETWEEN A LOW LOSS STATE AND 31.5 dB IN 0.5 dB 
STEPS. THE SETTINGS ARE SELECTED BY 6 INDEPENDENT BIT CONTROLS.

ENVIROMENTAL RATINGS:


