REVISIONS

D E S C R I PTI O N f DESCRIPTION DATE APPROVED

PMI MODEL NO. CL6000-2500-CD-SS IS A COMBLINE BANDPASS FILTER WITH SMA FEMALE CONNECTORS ORIGINAL RELEASE 05/25/23
IN AND OUT.

ECN #23-0139 07/24/23

SPECIFICATIONS
PASSBAND: 4750 MHz to 7250 MHz MIN
VSWR IN THE PASSBAND: 15:1 TYP, 1.8:1 MAX
INSERTION LOSS (PASSBAND): 1.5 TYP, 2.0 MAX

REJECTION @ 4000 MHZz:---------=---------- -40 dBc MIN, 25°C TO 85°C,
-35 dBc MIN, -55°C TO < 25°C
REJECTION @ 8000 MHz: -40 dBc MIN

SURVIVAL INPUT POWER: 10W MAX
CONNECTOR: SMA FEMALE CONNECTORS

SIZE: 1.52"(L) x 0.40" (W) x 0.50" (H)
WEIGHT: 10ZTYP

FINISH: CAGE 05XQ0
PAINTED BLUE CL6000-2500-CD-SS
SERIAL NO: PLXXXXX/XXXX

ENVIRONMENTAL RATINGS

65°C TO 25°C (ST:R A EE) FREDEI{'CI(, IVIAI {YLAND 2 ;04 USA

HUMIDITY: MIL-STD-202, METHOD 1038 COND. B TEL: (301)-662-5019, FAX: (301)-662-1731 Quqnhc PMI

WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com
SHOCK: MIL-STD-202, METHOD 213B COND. B ISO 9001 CERTIFIED

VIBRATION: MIL-STD-202, METHOD 204D COND. B
ALTITUDE: MIL-STD-202, METHOD 105C COND. B APPROVALS oaTE PRODUCT FEATURE

TENPERATORE CYELE: MIL-STD-202, METHOD 107D COND. A au_pensions Ake i icies [0 CL6000-2500-CD-SS
TOLERANCES: MDL 05/25/23
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