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Date: 1/25/2023 

Drawing No: 27625602 Rev: A1 

TEST 
PARAMETERS SPECIFIED VALUE TEST RESULTS 

ITEM NO. 

1 Frequency Range 0.5 to 2.0 GHz 0.5 to 2.0 GHz 

2 Insertion Loss s1.0 dB 
0.67 dB 

(See Plot) 

3 Isolation 20 dB Minimum 
26.3 dB 

(See Plot) 

Input s1 .3:1 
1.15:1 (Input) 

4 VSWR 
Output s1.2:1 

1.11 :1 (Output) 
(See Plot) 

0.039 dB Max. 
5 Amplitude Balance s±0.3dB -0.053 dB Min.

(See Plot)
0.31° Max. 

6 Phase Balance S±3° -0.05° Min.
(See Plot)

7 Power Handling: 
Forward s30W Pass 
Reversed s1 W See Typical Characteristics 

Impedance : 500 50 Cl 

Note: Amplitude and phase balance are relative to J2 Port. 

QA/QC Approval, � -� 

PMI 

QA2 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 

QA 
QC 

PMI 

QA2 

pM\

QA2 



0 

-0.l 

-0.2 

-0.8 

-0.9 

-1 

-25 

-30 

- -35 
al 

0 -40 
:;::; 

!!1 -45 

-50 

-55 

-60 

0.5 

0.5 

0.75 

0.75 

SUMMARY TEST DATA 

ON 

APD-4-500M2G-S FF-30W 

Insertion Loss 

l 

l.25 

Frequency {GHz) 

-12 -J3 -14 -JS 

Isolation 

1.25 

Frequency {GHz) 

I 

1.5 

1.5 

-J2-J3 -J2-J4 -J2-J5 -J3-J4 -J3-J5 -J4-J5 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sates@pmi-rf.com 

34 I 0-I 

1.75 

1.75 



1.3 

CD � 1.1 

VI l3 0.9

C: 0.7 
... 

Q) o.s
0::

0.3 

1.2 

CD 1 

VI 0.8 
VI 
_g 0.6 
C: 
:i 0.4 

::. 0.2 

0 

o.s

o.s

0.3 
CD 
� 0.2 

(1J 
u 0.1 C: 
ro -"iii 
co 0 

(1J 
"O -0.1 

'K -0.2 

<( -0.3 
o.s

3 

£:2 

(1J 
u 

ro 

"iii 0 
co 
� -1 
ro 

-&. -2 

-3 
o.s 

-

-

0.7S 

-

0.75 

-
-

SUMMARY TEST DATA 

ON 

APD-4-500M2G-SFF-30W 

1 

Input VSWR 

l.2S 

Frequency (GHz) 

Output VSWR 

-

l.2S 

Frequency (GHz) 

Amplitude Balance 

-

l.S 

1.S 

1.75 

- -

1.75 

-

0.7S 1 l.2S 1.S l.7S 

0.7S 

Frequency (GHz) 

Phase Balance 

1 l.2S 1.S l.7S 

Frequency (GHz) 

7311-F Grove Road Frederick, MD 21704 USA Phone: {301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 

34 IO-I 

-J21n 

-J31n 

-J41n 

-JSln 

-J2 

-J3 

-J4 

-JS 

2 

-J2 

- -J3 

-J4 

-JS 

2 

-J2 

-J3 

-J4 

-JS

2 


