DESCRIPTION:

PMI MODEL 8SFB-2G4G-250M-CD-SFF IS A EIGHT CHANNEL SWITCHED FILTER BANK
OFFERING FAST SWITCH SPEED & HIGH REJECTION WITH LOW LOSS.

SPECIFICATIONS:

REVISIONS

ZONE| REV.

DESCRIPTION

DATE

APPROVED

ORIGINAL RELEASE

4/24/09

® FREQUENCY RANGE:" 2000 MHz TO 4000 MHz — 1.750 6.500 0350 - |-
— 1.400 —]
® 3dBBW - 250 MHz MIN. PER CHANNEL
o
® |INSERTION LOSS: - -6 dB MAX @ Fo.
e POWER INPUT: -20dBm CW max.
e VSWR:- +2.0:1 OVER 3dB BW 3.000
® I[IMPEDANCE:. .50 OHMS PLANAR MONOLITHICS INDUSTRIES
FSCM 05XQ0 N\
® SWITCHING SPEED: - 100 nS MAX. SWITCH FILTER BANK (’-)<
a J2
® CONTROL: - .TTL, 3 LINES EI iMook o: _BSPE-2G4G-200M-CD-SFF I’ e
SERIAL NO: _PLXXXXIXXXX
e POWER SUPPLY: - -+12VDC; 500mA max.
-12VDC; 200mA max. 2w ew De
3.000
© CONNECTOR: - - SMA FEMALE (REMOVABLE)
® SIZE: - - 6.50" (L) X 6.00" (W) X 1.75" (H)
® FINISH: - GREY EPOXY PAINT 1 _to @
0.150 4 TTT TTT
® WEIGHT: - 70 OZ MAX. 4 PLACES
TYP. 20.150
0150 —| 4 PLACES
4 PLACES
LOGIC TABLE TYP.
FL1] FL2 | FL3 | FL4 | FL5 | FL6 | FL7 | FL8 2,000 — 1500 — 2000
EEIEERENERERE T 1| 1
2]l oo [ 11 [oJo[1]1
3l o1 o[ 1ol 1ToT]n
| EER o e o
0.300 ® ? P ® (? ®
FILTER CHARACTERISTICS T
FL1 FL2 FL3 FL4 FL5 FL6 FL7 FL8 UNITS [~ 0250 [~ 0.250
3dB PASSBAND | 2000 TO 2250 | 2250 TO 2500 | 2500 TO 2750 | 2750 TO 3000 | 3000 TO 3250 | 3250 TO 3500 | 3500 TO 3750 | 3750 TO 4000 MHz = |~ 0250 =1 |~ 0250
-40 dB MIN. 1965 2196 2428 2659 2890 3121 3353 3584 MHz
-40 dB MIN. 2285 2554 2822 3091 3360 3629 3897 4165 MHz
ENVIRONMENTAL RATINGS:
FeTe PLANAR MONOLITHICS INDUSTRIES
e TEMPERATURE: - -40°C TO +85°C (OPERATING) ALL DIMENSIONS ARE IN INCHES S DR VAR 11
-65°C TO +125°C (STORAGE) TOLERANCES: APPROVALS oate oo
e HUMIDITY: - - MIL-STD-202F, METHOD 103B COND. B XXX +0.020 RETOT OUTLINE DRAWING
® SHOCK: - - MIL-STD-202F, METHOD 213B COND. B XXXX +0.010 S. PALACIO | #4109 8SFB-2G4G-250M-CD-SFF
e VIBRATION: - - MIL-STD-202F, METHOD 204D COND. B CHECKED SWITCHED FILTER BANK
e ALTITUDE: - . - MIL-STD-202F, METHOD 105C COND. B

e TEMPERATURE CYCLE: -

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

- MIL-STD-202F, METHOD 107D COND. A

ISSUED

SIZE | FSCMNO.

Al 05XQ0

DWG NO.

27010232

SCALE |

| SHEET

10f2




REVISIONS

ZONE| REV. DESCRIPTION DATE APPROVED

DESCRIPTION:

A ORIGINAL RELEASE 4124109

PMI MODEL 8SFB-2G4G-250M-CD-SFF IS A EIGHT CHANNEL SWITCHED FILTER BANK

OFFERING FAST SWITCH SPEED & HIGH REJECTION WITH LOW LOSS.

FUNCTIONAL BLOCK DIAGRAM

+5V -5V GND E3 E2 E1

ENVIRONMENTAL RATINGS:

e PLANAR MONOLITHICS INDUSTRIES
o TEMPERATURE: -+ 0°CTO +85°C (OPERATING) ALL DIMENSIONS ARE IN INCHES S DRk vaaND T !

-65°C TO +125°C (STORAGE) TOLERANCES: APPROVALS DATE e

e HUMIDITY: - : : - MIL-STD-202F, METHOD 103B COND. B XXX £0.020 S OUTLINE DRAWING
® SHOCK: - - - MIL-STD-202F, METHOD 2138 COND. B XXXX £0.010 S. PALACIO [ #2409 8SFB-2G4G-250M-CD-SFF
e VIBRATION: - - - - MIL-STD-202F, METHOD 204D COND. B CHECKED SWITCHED FILTER BANK
e ALTITUDE: - - - - MIL-STD-202F, METHOD 105C COND. B

ISSUED SIZE | FSCM NO. DWG NO. REV.
e TEMPERATURE CYCLE: - - MIL-STD-202F, METHOD 107D COND. A

A| 05XQ0 27010232 A
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

SCALE | | SHEET 20f 2
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