Amplifiers
Attenuators - Variable

DLVA & ERDLVA &
SDLVA’s

DTO’s & Frequency
Synthesizers

Filters

Form, Fit & Function
Products

IFM’s & Frequency
Discriminators

Integrated MIC/MMIC
Modules

1/Q Vector Modulators
Limiters & Detectors
Log Amplifiers

Pulse & Bi-Phase
Modulators

Phase Shifters

Rack & Chassis Mount
Products

Receiver Front Ends &
Transceivers

Single Sideband
Modulators

SMT & QFN Products
Solid-State Switches
Switch Matrices
Switch Filter Banks
Threshold Detectors

USB Products

Planar Monolithics Industries, Inc.

Offering State-Of-The-Art RF and Microwave Components
& Integrated Assemblies From DC to 40GHz

Phase Shifters, Bi-Phase, 1/Q
& Single Sideband Modulators

Digital & Analog Models up to 40GHz

0.5GHz to 2.0GHz & 2.0 to 18.0 GHz
1/Q Modulators
Model No: PIQ-0R5G2G-360-20-CD-1
& PIQ-2G18G-360-16-CD-1

® Frequency Range:
0.5 to 2.0 GHz & 2.0 to 18.0 GHz
@ Dynamic Range & Phase Shift:
20dB & 360 deg. (0.5 to 2.0 GHz)
16dB & 360 deg. (2.0 to 18.0 GHz)
@® Attenuation vs. Frequency:
+/1.5dB Typ. (0.5 to 2.0 GHz)
+/3.5dB Typ. (2.0 to 18.0 GHz)
@® Phase vs. Frequency:
+/-10 deg. Typ. (0.5 to 2.0 GHz)
+/-20 deg. Typ. (2.0 to 18.0 GHz)
Switching Speed: 500 ns Max.
Size: 5.0” X 5.0” X 1.0” (0.5 to 2.0 GHz)
4.25" X 3.5" X 1.0” (2.0 to 18.0 GHz)

85MHz to 18GHz I/Q Modulator
Model No: PIQ-85M18G-360/20-CD-2

Frequency Range: 85 MHz to 18.0 GHz
Phase Range: 360 deg.

Attenuation Range: 20dB

Attenuation Resolution: 0.1dB Max.
Phase Resolution: 0.8 deg. Max.

Size: 6.0” X 3.0” X 1.0”

50MHz to 1.0 GHz & 0.5 to 2.5 GHz
Single Sideband Modulators
Model No: PSM-50M1G-CD-1 &
PSM-0R5G2R5G-CD-1

® Frequency Range:
50MHz to 1.0 GHz & 0.5 to 2.5 GHz
@® Quadrature Phase Accuracy:
7.5deg. Typ. (50 MHz to 1.0 GHz)
7.0deg. Typ. (0.5 to 2.5 GHz)
@ Quadrature Amplitude Accuracy:
+/-1.5dB Typ.
@ Carrier Suppression:
15dBc Min. (50 MHz to 1.0 GHz)
20dBc Min. (0.5 to 2.5 GHz)
® IF Modulation Frequency Range:
DC to 10MHz (50MHz to 1.0 GHz)
DC to 500MHz (0.5 to 2.5 GHz)
@ Size: 6.0” X 3.5” X 1.0” (50MHz to 1.0 GHz)
2.5" X 2.0" X 0.5” (0.5 to 2.5 GHz)

1.0 to 2.0GHz Bi-Phase Modulator
Model No: BPM-1G2G-1-SFF

Frequency Range: 1.0 to 2.0 GHz
Amplitude Balance: 0.75 dB Max.
Phase Balance: +/-5deg. Max.
Carrier Suppression: -30dBc Typ.
Switching Speed: 5 ns Typ.

Size: 2.0” X 1.0” X 0.5”

2.0 to 6.0 GHz & 50MHz to 14.0GHz Phase Shifters
PMI Model No: PS-2G6G-8B-SFF & PS-50M14G-10B-SFF

West Coast Operation:
4921 Robert J. Mathews Pkwy, Suite 1
El Dorado Hills, CA 95762 USA
Tel: 916-542-1401 Fax: 916-265-2597

Email: sales@pmi-rf.com

® Frequency Range:
2.0 to 6.0 GHz & 50 MHz to 14 GHz

@® Phase Range: 360 deg.
@ Control:

8 Bit TTL (2.0 to 6.0GHz)

10 Bit TTL (50 MHz to 14.0 GHz)
Switching Speed: 500 ns Typ
Phase Accuracy: 0.5 deg. Typ.
Size: 3.25”" X 3.25” X 0.84”

East Coast Operation:
7311-F Grove Road
Frederick, MD 21704 USA
Tel: 301-662-5019 Fax: 301-662-1731

Website: www.pmi-rf.com

Hermetic Sealing, High Reliability to Mil-Std-883, Small Quantity Requirements accepted.
We offer Custom Designs
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