DESCRIPTION:

PMI MODEL ADP-150M—100MBW—-51DR—-TD

IS A DETECTOR PREAMP MODULE THAT PROVIDES
AMPLIFICATION, VIDEO DETECTION, AND VIDEO AMPLIFICATION
WITH AN INPUT OF 150 MHz PULSED RF WITH

A 200 MHz BANDWIDTH.

SPECIFICATIONS:
® INPUT SIGNAL: FREQUENCY: -
POWER INPUT:.

PULSE WIDTH: -

PULSE FREQUENCY: -

- 150 MHz, £100 MHz
- +5 dBm TO —-59 dBm

-50 nSec MINIMUM
- 333 KHZ

® LOG SLOPE FLATNESS VERSUS FREQUENCY: +/—1.0dB MAXIMUM

e OUTPUT SIGNAL RISE/FALL TIME: -
® |OG SLOPE:

® THRESHOLD DETECTOR LEVEL:

® THRESHOLD DETECTOR OQUTPUT: -
® ENVELOPE DETECTOR OUTPUT:

® DYNAMIC RANGE: -

e LOAD IMPEDANCE:
VIDEO PORT: -

® POWER SUPPLY:

® CONNECTORS:
® RF: -
e POWER/CONTROL: -

® SIZE:

® WEIGHT.

< 20 nSec

- 0.014 VOLTS/dB ADJUSTABLE

- ADJUSTABLE —55 dBM TO —30 dBM
- 0.0v TO +1.0V £ 0.05 VOLTS

© + 0.5V ADJUSTABLE

© 65 dB

- 50 OHMS
THRESHOLD PORT: ..

50 OHMS

- +12 to +15V @ 100 mA MAXIMUM

-12 to —15V @ 300 mA MAXIMUM

- SMA FEMALE (REMOVABLE)
-9 PIN MICRO D MULTIPIN CONNECTOR

- 3.50” (L) x 3.00” (W) x 0.50” (H)

- 5.5 0Z. TYPICAL

ENVIRONMENTAL RATINGS

o TEMPERATURE: - ------... .. —55"C TO +85°C (OPERATING)
—65'"C TO +125°C (STORAGE)

e HUMIDITY:

e SHOCK:

o VIBRATION:

o ALTITUDE:

o TEMPERATURE CYCLE: - --

MIL-STD—202F, METHOD 103B COND.
MIL—STD—202F, METHOD 213B COND.
MIL—STD—202F, METHOD 204D COND.
MIL—STD—202F, METHOD 105C COND.
-MIL—STD—-202F, METHOD 107D COND.

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

REVISIONS
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SMA FEMALE 2 HOLE FLANGE
CONNECTORS 2 PLACES

PIN OUT TABLE

PIN NO. | FUNCTION
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ALL DIMENSIONS ARE IN INCHES
TOLERANCES:
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AMPLIFIER DETECTOR
PREAMP
ADP—150M—100MBW—51DR-TD

OPTION NO:

FSCM NO: _05XQ0
SERIAL NO:
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$0.015 RF PIN _/U
TYP 3 PLACES.
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[N—=20.104 THRU 4 PLACES

—0.17 TYP.

SMA FEMALE 4 HOLE FLANGE

CONNECTOR 1 PLACE
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CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

7311-F GROVE ROAD

FREDERICK, MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731

WEBSITE: www.pmi-rf.com.com
E-MAIL: sales@pmi-rf.com
ISO 9001:2008 CERTIFIED
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e PRODUCT FEATURE
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