DESCRIPTION:

PMI MODEL NUMBER APD-2-90M500M-SFF IS A 2-WAY POWER DIVIDER OPERATING IN THE
FREQUENCY RANGE 90 - 500 MHz.

SPECIFICATIONS:
® FREQUENCY::

® INSERTION LOSS*
® |SOLATION-

® VSWR:

© AMPLITUDE BALANCE

® PHASE BALANCE:
® POWER HANDLING

® |IMPEDENCE -

® CONNECTORS-

® SIZE
® FINISH

90 to 500 MHz
0.6 dB max.

- 21 dB min.
-1.30:1IN, 1.20:1 OUT

-+ 0.2 dB max.

-+ 2° max.

" Forward 50 Watts max.
Reverse 1 Watt max.

- 50 ohms

-(3) SMA (F)

-4.84" X 3.15" X 0.79"
- PAINTED BLUE

REVISIONS

ENVIRONMENTAL RATINGS:

e TEMPERATURE: - - -565°C TO +80°C (OPERATING)

-65°C TO +100°C (STORAGE)

e HUMIDITY: . . MIL-STD-202F, METHOD 103B COND. B
® SHOCK: - - MIL-STD-202F, METHOD 213B COND. B
e VIBRATION: - - MIL-STD-202F, METHOD 204D COND. B
e ALTITUDE: - - - - - - . . MIL-STD-202F, METHOD 105C COND. B
e TEMPERATURE CYCLE: - - MIL-STD-202F, METHOD 107

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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