REVISIONS

D E S C R I PT I O N . DESCRIPTION DATE APPROVED

PRELIMINARY 11/17/24
PMI MODEL: APD-2-DC1G-NFF IS A 2 WAY POWER DIVIDER/COMBINER OPERATING OVER THE DC TO 1.0 GHz
FREQUENCY RANGE. THIS COMPACT PACKAGE OFFERS A TYPICAL INSERTION LOSS OF 3.3dB, AND A
MAXIMUM AMPLITUDE BALANCE OF +1.0 dB MAXIMUM.

MECHANICAL OUTLINE

SPECIFICATIONS

FREQUENCY RANGE: DC TO 1.0 GHz
INSERTION LOSS: 0.8 dB MAX (Above 6.02 dB Split)
VSWR INPUT 1.30:1 MAX

OUTPUT 1.30:1 MAX
ISOLATION:

AMPLITUDE BALANCE: +2.0dB
PHASE BALANCE +2.0° MAX f )

FORWARD 1 WATT MAX C:@'QMR ©20.138 THRU.

REVERSED 1 WATT MAX R e L~ (2) PLACES
IMPEDANCE 50 OHMs

10 10GH
24AY POWER DIVIDER
SERIAL HO:
PLIGXXX/XKKK

POWER HANDLING

CONNECTORS: N TYPE FEMALE

SIZE: 1.888" x 0.787" x 0.701"

FINISH: BLUE EPOXY POLIMIDE COATING
IAW MIL-C-22750, TYPE | OVER
EPOXY POLIMIDE PRIMER IAW
MIL-P-23377, TYPE |, CLASS 1 OR 3.

PLANAR MONOLITHICS INDUSTRIES, INC.
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WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com \{
ISO 9001 CERTIFIED

TITLE

e TEMPERATURE: -20 °C TO +50 °C (OPERATING)
-40 °C TO +75 °C (STORAGE)
HUMIDITY: MIL-STD-202, METHOD 103B COND. B
SHOCK: MIL-STD-202, METHOD 213B COND. B
VIBRATION: MIL-STD-202, METHOD 204D COND. B APPROVALS DATE PRODUCT FEATURE

: SIONS APD-2-DC1G-NFF
ALTITUDE: MIL-STD-202, METHOD 105C COND. B v R e

TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COND. A oooEnances. e — o

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X XXX + 0.254 [0.010] A 05XQ0 PRELIMINARY
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION PMI CONFIDENTIAL AND PROPRIETARY | 1ssuep
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