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TYPICAL CHARACTERISTICS

N ON
1/
\\ngf 17 APD-4-218-LC-2
REVISIONS
DESCRIPTION e | pe— e prm——
PMI MODEL APD-4-218-LC-2 1S A 2.0 TO 18.0 GHz, 4 WAY POWER DIVIDER HAVING A MAXIMUM INSERTION Al ORIGINAL RELEASE
LOSS OF 2.0 dB (ABOVE 6.02 d8 SPLIT)
MECHANICAL OUTLINE
1.75 [44.45]
1.50 [38.10] 0.40 [10.16]
SPECIFICATIONS _
« FREQUENCY RANGE: 2070 18.0 GHz = =
o INSERTION LOSS: ———————— 2.0 dB MAX (ABOVE 6.02 dB SPLIT) ’m‘ T
e VSWRINPUT. — G5 MAX !
« VSWR OUTPUT 1.50:1 MAX IN
o ISOLATION: 16 dB MIN PLANAR
o AMPLITUDE BALANCE- 0.5 dB MAX 0.88 [22.23] MONOLITHICS
o PHASE BALANCE — {22 (JAX. caczosxan INDUSTRIES @0.13 [@3.18]
* POWER HANDLING: —————————— FORWARD: 10 WATTS MAX THRU
AR T FRERK v ) B RS
e IMPEDANCE:—— g 1.75 [44.45]
« PORT CONNECTORS: SMA (F) MODEL NO: APD-4-218-LC-2
e FINISH: ————————  PAINTED BLUE SERIAL NO: PLXXXXXIXXXX
I
= == -
020[498] —=| |J=——=] 045[1151] 4 FEMALE
LACE
PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD
ENVIRONMENTAL RATINGS FREDERICK, MARYLAND 21704 USA 7
e TEMPERATURE: ——————————— -55°C TO +85 °C (OPERATING) TEL: (301)-662-5019, FAX: (301)-662-1731
-65°CTO +125°C (STORAGE) WEB: www_pmi-rf.com, EMAIL: sales@pmi-rf.com
e HUMIDITY: ——————————— MIL-3TD-202, METHOD 1038 COND. B 1SO 9001 CERTIFIED
* SHOCK: MIL-STD-202, METHOD 2138 COND. B =
« VIBRATION: MIL-STD-202, METHOD 204D COND. B srcuns s PRODUCT FEATURE
o ALTITUDE: MIL-STD-202, METHOD 105C COND. B Jfupwesions [ APD-4-218-LC-2
« TEMPERATURE CYCLE MIL-STD-202, METHOD 1070 COND. A I ;::;] __ ¥ e —
NOTE: SFECIFICATIONS WILL VARY OVER CPERATING TEMPERATURE XXX 20010 FPU 844544 ‘
NOTE: THE ABOVE SFECIFICATICNS ARE SUBJECT TC CHANGE OR REVISION PMI CONFIDENTIAL AND PROPRIETARY ['ssues A N.US5X|QO 2703680|0 Tor Al

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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TYPICAL CHARACTERISTICS

PMI> ON
WAUN W 7 APD-4-218-LC-2
TEST QA
SPECIFIED TEST
ITEM | PARAMETERS
VALUE RESULT
NO. U SULTS | ac
1 Frequency Range 2 GHz - 18 GHz 2 GHz - 18 GHz PASS
2 Insertion Loss 2.0 dB MAX 175 dB PASS
(See Plot)
. 184 dB
3 Isolation 16 dB MIN (See Plot) PASS
INPUT 1.65:1 MAX INPUT 1.51
4 VSWR OUTPUT 1.50:1 MAX OUTPUT 1.40 PASS
(See Plot)
0.32dB MAX
5 Amplitude Balance 0.5 dB MAX -0.36 dB MIN PASS
(See Plot)
5.16° MAX
6 Phase Balance 12° MAX -1.32° MIN PASS
(See Plot)

Note: Amplitude and phase balance are relative to J2 Port.

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731

Email: sales@pmi-rf.com
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TYPICAL CHARACTERISTICS
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TYPICAL CHARACTERISTICS

I ON
m# 17 APD-4-218-LC-2
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