DESCRIPTION

PMI MODEL NO.: ATN—3436—32—-292FF—-PM IS A SINGLE BIT 32 dB DIGITALLY
CONTROLLED ATTENUATOR DESIGNED TO COVER THE 34 TO 36 GHz FREQUENCY

RANGE. THIS UNIT SWITCHES IN LESS THAN 1 us AND IS PHASE
+£10° IN LOTS.

SPECIFICATIONS

® FREQUENCY RANGE:: < cvvvvvvannnn .34 TO 36 GHz

® INSERTION LOSS:

5 dB MAX

© ATTENATION: - -« « o oveeee e 32 dB NOMINAL
© ATTENATION ACCURACY:- - oot -+0.5 dB MAX

® POWER HANDLING:: -« v -+30 dBm (1 Watt) CW MAX
© SWITCHING SPEED: - -« v v veeeinens -1 us MAX

PHASE MATCHING:

POWER SUPPLY: - -

ATTENUATION CONTROL:

+£10" UNIT TO UNIT IN LOTS
0 dB TO 0 dB SETTING

32 dB TO 32 dB SETTING

-+15V @ 75 mA MAX

—15V @ 25 mA MAX

TTL "0": INSERTION LOSS
TTL "1™ 32 dB ATTENUATION

® CONNECTORS: e 2.92 mm (F)
® SIZE: - - .1‘0"(|_) X 1.75"(W) X 0.45"(H)
@ FINISH: -« o -GOLD PLATED

ENVIRONMENTAL RATINGS

o TEMPERATURE: - - - -------- - —40°C TO +85°C (OPERATING)
—55°C TO +85°C (STORAGE)

e HUMIDITY:. . ............... MIL—STD—202F, METHOD 103B COND. B
e SHOCK: - - -+ MIL—STD—202F, METHOD 213B COND. B
e VIBRATION: - - .. ............ MIL—STD—202F, METHOD 204D COND. B
o ALTITUDE: - ... ... oo MIL—-STD—202F, METHOD 105C COND. B
o TEMPERATURE CYCLE: --- - MIL—-STD—202F, METHOD 107D COND. A

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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REVISIONS

ZONE| REV. DESCRIPTION DATE APPROVED
1 PRELIMINARY 7/18/24
2 UPDATED POWER SUPPLY 7/15/24
3| ADDED ATTENUATION ACCURACY 7/16/21
4 UPDATED POWER HANDLING 7/19/21
5 INSERTION LOSS MAXIMUM 7/19/21
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PMI CONFIDENTIAL AND PROPRIETARY

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA

TEL: 301-662-5019 FAX: 301-662-1731
WEBSITE: ww.pmi-rf.com

E-MAIL: l

mi-rf.com

ISO 9001 CERTIFIED

PLANAR MONOLITHICS INDUSTRIES, INC.
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PRODUCT FEATURE
ATN—=3436—32—292FF—-PM

34 — 36 GHz 1 BIT 32 dB Digital Attenuator
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