
MODEL NO:

BP26G250M-1G500M-292FF
SERIAL NO:

PLXXXXX/XXXX

PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD

FREDERICK, MARYLAND 21704 USA

WEBSITE: 

ISO 9001 CERTIFIED

www.pmi-rf.com
sales@pmi-rf.com

TEL: 301-662-5019  FAX: 301-662-1731
FREDERICK, MARYLAND 21704 USA

E-MAIL: 
WEBSITE: 

ALL DIMENSIONS ARE IN INCHES

X.XXX  ±0.010
X.XX    ±0.020

TOLERANCES:

PMI CONFIDENTIAL AND PROPRIETARY

                        MIL-STD-202F, METHOD 107D COND. A

                         MIL-STD-202F, METHOD 103B COND. B

                        MIL-STD-202F, METHOD 213B COND. B

                        MIL-STD-202F, METHOD 105C COND. B

                         MIL-STD-202F, METHOD 204D COND. B

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

                        MIL-STD-202F, METHOD 107

                        MIL-STD-810C, METHOD 508.2

                        0°C TO +55°C (OPERATING)
                        -25°C TO +75°C (STORAGE)

TEMPERATURE:

SHOCK:

HUMIDITY:        

SALT FOG:

FUNGUS:

TEMPERATURE CYCLE:

ALTITUDE:                

VIBRATION:               


