- TYPICAL CHARACTERISTICS
Quantic PMI o

CL9D43-300-CD-SFF

PMI MODEL NO CL9D43-300-CD-SFF IS A COMBLINE FILTER WITH SMA FEMALE
CONNECTORS IN AND OUT. ALL FILTERS WILL BE MACHINED AND SILVER PLATED TO
PROVIDE THE HIGHEST Q.
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- TYPICAL CHARACTERISTICS
Quantic PMI o

CL9D43-300-CD-SFF

PRODUCT FEATURE

) o= ] oAtz |rermoven)
DESCRIPTION. & ORIGINAL RELEASE [E—
PMI MODEL NO CL9D43-300-CD-SFF IS A COMBLINE FILTER WITH SMA FEMALE CONNECTORS IN AND B1 ECN # 24-0083 e

OUT. ALL FILTERS WILL BE MACHINED SILVER PLATED TO PROVIDE THE HIGHEST Q.

SPECIFICATIONS:

« CENTER FREQUENCY: 9.43 GHz
« 3dB BANDWIDTH:....... cereeemieecteeceeneeesencenn 300 MHZ MIN
« VSWR IN THE PASSBAN 1.5:1 MAX
» INSERTION LOSS (CENTER FREQUENCY) -3dB MAX
« REJECTION FROM DC TO 9.13 GHZ:...<...cocoveeveoeee 40 B MIN
« REJECTION FROM 9.73 TO 28.29 GHz: -40 dB MIN 1
# CONNECTORS ...cooooure ceeveieieiee SMA FEMALE 0.50
« FINISH: PAINTED BLUE [12.7]
» SIZE 2.25" (L) X0.50" (W) X 0.40" (H)
& WEIGHT:.oo. oo SSUOROROS -~ 4
0.40
[10.2]
0.06
[1 &l
/—4X 0-80 UNF ¥ 0.20 [6] MIN
0.06 ?
[1.5]
ENVIRONMENTAL RATINGS:
« TEMPERATURE: 55°C TO +85°C (OPERATING)
65°C TO +125°C (STORAGE)
@ HUMIDITY ... .c..ocoooereeeemenececoeeeeeececemsecenssensceere: MIL-S TD-202, METHOD 1038 COND. B
» SHOCK: MIL-STD-202, METHOD 2138 COND. B EMI CONFIDENTIAL AND PROPRIETARY
« VIBRATION: MIL-STD-202, METHOD 204D COND. B
@ ALTITUDE: ... oo evoaeecreenemnececoeeeesnncecsmsecenseensceere: MIL-S TD-202, METHOD 105C COND. B
« SALT FOG: MIL-STD-202, METHOD 107D COND. A T
» FUNGUS MIL-STD-810, METHOD 508.2 YT .
» TEMPERATURE CYGLE:..-.ooccoeccueenceeeercrase . MIL-STD-202, METHOD 107G GOND. A e
— = e v
NOTE: SPECIFICATIONS WILL VARY OVER TEMPERATURE o B 05xQ0 27047760 B1
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION jseae 2:1] sueer 1 OF 1
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Quantic PMI

TYPICAL CHARACTERISTICS

ON

CL9D43-300-CD-SFF

TEST DATA
TEST TEST RESULTS
ITEM PARAMETERS (SPECIFIED VALUE 25°C | 55°C | 85°C
1 Center Frequency 9.43 GHz 9.43 GHz
2 3dB Bandwidth 300 MHz Min. 320 MHz 310 MHz 310 MHz
3 VSWR 1.5:1 Max. 1.4:1 1.5:1 1.5:1
Insertion Loss
4 -3 dB Max. -2.05 dB -1.9 dB -2.2 dB
(Center Frequency)
L -40 dB Min. @ DC
5 Rejection t0 9.13 GHz -68.4 dB -68.2 dB -67.2 dB
L -40 dB Min. @ 9.73
6 Rejection to 28.29 GHz -51 dB -49.9 dB -53 dB
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TYPICAL CHARACTERISTICS

: ON
Quantic’ PMI CL9D43-300-CD-SFF
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TYPICAL CHARACTERISTICS
; ON
Quqntlc PMI CL9D43-300-CD-SFF
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