REVISIONS

DESCRIPTION ' ORIGINAL RELEASE 08/21/09

THE PMI MODEL DLVA—-70M—80-12V IS AN SDLVA WHICH OPERATES ECN # 16-0142 10/10/16
FROM 50 TO 90 MHZ AND HAS A TYPICAL DYNAMIC RANGE OF 80 ECN # 16—0174 11/17/16
DB. ECN # 17-0150 6/27/17
ECN # 17-0172 7/14/17
ECN # 17-0227 10/3/17
SPECIFICATIONS ECN # 19-0093 3/29/19

FREQUENCY RANGE:- - -« --vooooeee -50 TO 90 MHZ (MIN), 50 TO 120 MHZ TYPICAL
DYNAMIC RANGE - - -« oo —80 TO O DBM TYPICAL
RISE TIME P .30 NSEC (MAX)

VSWR INPUT:: - v - 1.5:1 TYPICAL
OPERATING INPUT POWER: -4+13 dBm (MAX) ’ CLANAR

LIMITED: QUTPUT - - - -+ O DBM NOMINAL z BE MONOLITHICS c3.

& INDUSTRIES

OUTPUT VSWR : .2.0:1 TYPICAL R

LINEARITY ERROR . “+/— 1.5 DB (MAX) —80 TO O DBM " SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER (SDLVA)
POWER SUPPLY

MODEL NO: DLVA-70M-80-12V SERIAL NO: PLXXXX/XXXX

OFFSET
V. GND ADJUS'I%)I

OPTION NO: PART NO:

: +12V @ 175mA MAXIMUM > S
Vs —12V @ 100mA MAXIMUM \ R R V'DEEOUT%
O
3.51" x 1.50" x 0.47" = .

® WEIGHT:-

FINISH:: ‘BLUE EPOXY POLIMIDE
COATING IAW MIL-C-22750,
TYPE | OVER EPOXY POLIMIDE
PRIMER MIL—DTL—-53022E
TYPE IV, LEAD AND CHROMATE FREE.

ENVIRONMENTAL RATINGS 7311-F GROVE ROAD

FREDERICK, MARYLAND 21704 USA

o TEMPERATURE: 0°C TO +71°C (OPERATING) TEL: 301-662-5019 FAX: 301-662-1731
—65C TO +125°C (STORAGE) I\ENII\E/I,I%\ISLlTE www.planarmonolithics.com

o HUMIDITY: MIL—STD—202F, METHOD 103B COND. 1ISO 9001:2000 CERTIFIED

o SHOCK: MIL—STD—202F, METHOD 213B COND. TMLE PRODUCT FFATURE

o VIBRATION: MIL—STD—202F, METHOD 204D COND. oare _ an_
o ALTITUDE: MIL—STD—202F, METHOD 105C COND. DLVA—70M—-80—12V
o TEMPERATURE CYCLE: - - - MIL—STD—202F, METHOD 107D COND. ALL DIVENSIONS AR IN INCHES pe/24/09 50 TO 90 MHZ SDLVA

FSCM NO.
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION x:xxx o020 Al 05XQ0 27010947

scAE N:S




DESCRIPTION

THE PMI MODEL DLVA-70M—80—12V IS AN SDLVA WHICH OPERATES
FROM 50 TO 90 MHZ AND HAS A TYPICAL DYNAMIC RANGE OF 80
DB.
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| PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD ZANNNNGIZAA\
FREDERICK, MARYLAND 21704 USA SOALVNY 77 TS
TEL: 301-662-5019 FAX: 301-662-1731
WEBSITE: www.planarmonolithics.com
E-MAIL: sales@planarmonolithics.com W@"@“ i/
ISO 9001:2000 CERTIFIED
e MECHANICAL OUTLINE
APPROVALS oATE DLVA—70M—-80—-12V
DRAWN
%LE%ECNESSPNS ARE IN INCHES B3R N8/25/04 50—-90 MHz SDLVA
XXX +0.020 CHECKED SIZE | FSCM NO. DWG NO. REV.
XXXX  $0.010 Al 05XQ0 27010947 C1
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DESCRIPTION

THE PMI MODEL DLVA-70M—80-12V IS AN SDLVA WHICH OPERATES

DB.

RF INPUT

FROM 50 TO 90 MHZ AND HAS A TYPICAL DYNAMIC RANGE OF 80

FUNCTIONAL BLOCK DIAGRAM
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