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PRELIMINARY 6/27/22
PMI MODEL DTA—12G18G—6B—SFF IS A SWITCHED BIT ATTENUATOR OPERATING FROM
12 TO 18 GHz. DESIGNED TO BE SWITCHED BETWEEN A LOW LOSS STATE AND 6 SET
ATTENUATION STATES. THE SETTINGS ARE SELECTED BY 6 INDEPENDENT BIT CONTROLS.

SPECIFICATIONS

o FREQUENCY RANGE: 12 TO 18 GHz
o INSERTION LOSS::ererseremermeneninenenes 9.5dB MAX (12 TO 18 GHZ)
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1dB

:
. 4/~2dB MAX ! - IE'//////]'
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VSWR (IN/OUT): »-2.0:1 MAX . MADE N tisA

INPUT POWER:. +25dBm CW MAX. B € BIT DCA 12—18GHz

+5VDC +/-5% @ 200 mA MAX MODEL NO:DTA—12618G—6B—SFF
SERIAL NO:PLOOXX/X00¢
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BLUE EPOXY POLIMIDE
COATING IAW MIL-C—-22750, 9 PIN D-SUB CONNECTOR
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PLANAR MONOLITHICS INDUS

ENVIRONMENTAL RATINGS: 7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA
o TEMPERATURE : wvsvesvvsvinsninns —55'C TO +85'C (OPERATING) TEL: 301-662-5019 FAX: 301-662-1731
—55'C TO +125°C (STORAGE) WEBSITE: www.pmi-rf.com
o HUMIDITY: MIL—STD—810D, METHOD 507.2, PRIll, AGGREVATED RH95%+/—5% E-MAIL: sales@pmi-rf.com
o SHOCK: - - MIL—STD—810D, METHOD 516.3 HALF SINE 20G, 11ms ISO 9001 CERTIFIED
o VIBRATION: - - MIL—STD—202F, METHOD 214D, TC E, FIGURE 214—1, 3 HOURS EACH AXIS e
o ALTITUDE: - - 40,000FT, NON—OPERATING o - PRODUCT FEATURE
o TEMPERATURE CYCLE:.---w-r. MIL—STD—202F, METHOD 107D COND. A
~ SALT FOG AND SPRAY: MIL—STD—810D, METHOD 509.2 (5% NaCl FOR 48 HOURS) DRAWN oyerez DTA—12G18G—6B—SFF
~ FUNGUS: MIL—STD—810D, METHOD 508 IAW MIL—HDBK—454, GUIDELINE 4 SPH

CHECKED FSCM NoO. DWG NO.
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE ALL DIMENSIONS ARE IN INCHES

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION TOLERANCES: s A 05XQO PRELIMINARY
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