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PLANAR MONOLITHICS INDUSTRIES, INC.

7311-F GROVE ROAD

www.pmi-rf.com

sales@pmi-rf.com

ISO 9001:2008 CERTIFIED

TEL: 301-662-5019  FAX: 301-662-1731

FREDERICK, MARYLAND 21704 USA

E-MAIL: 

WEBSITE: 

MEB

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

* Units are designed to meet environmental ratings, but not tested.

If environmental testing is required, please contact sales department. 

* CONSISTENCY/STABILITY FOR EACH DEVICE

INCONSISTENCY*

VARIATION/

PERFORMANCE

REQUIRED

SPECIFICATIONS

±0.5dB

4.3 dB

INSERTION LOSS

±1dB

(2:1/9.54dB)

VSWR

±5dB

60dB

ISOLATION

±5ns

75 ns

SWITCHING SPEED

COMPLIANT

20dBm (STANDARD)

POWER

0.75dB

INCLUDING TEMP. WAVES

AVG. UNIT ERROR

30dBm (SURVIVAL) 0.2 dB
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