REVISIONS

DESCRIPTION : s

ORIGINAL RELEFASE
THE MODEL P8T—500M40G—-50-T—55—292FF—1 IS A HIGH ECN # 14-0170
SPEED, SINGLE POLE, EIGHT THROW, ABSORPTIVE SWITCH

CAPABLE OF SWITCHING WITHIN 50ns. THE FREQUENCY .00
RANGE IS 0.5 TO 40.0 GHz AND THIS SWITCH HAS OVER
50dB OF ISOLATION.

SPECIFICATIONS
FREQUENCY RANGE: 0.5 TO 40.0 GHz
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SWITCHING SPEED: -+« .50ns TYP. k64
DC VOLTAGE AND CURRENT--- +5VDC @ 70mA 75 | Moo e Pootec ook !

—5VDC @ 20mA @

CONTROL SIGNAL- -+ oo CEIGHT LINE TTL
CONTROLS J1-J2 X

CONTROLS MOUNTING HOLES
CONTROLS 4X $0.125 THRU
CONTROLS
CONTROLS
CONTROLS
CONTROLS

E8 CONTROLS

”0” ISOLATION

”1” INSERTION &

® CONNECTORS 2.92mm (F)
® FINISH -+ oo "GOLD PLATED
4.0” X 1.5" X 0.47
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ENVIRONMENTAL RATINGS TEL: 301-662-5019 FAX: 301-662-1731
o TEMPERATURE: - - - - - - - - —54'C TO +95°C (OPERATING) WEBSITE: www.pmi-rf.com —

65'C TO +125°C (STORAGE E-MAIL:  sales@pmi-rf.com pve A

HUMIDITY: &n_ STD 2?)-2F MI-_—I<'HOD 103)B COND IS0 9001 CERTIFIED

° — — s . TE
o SHOCK: MIL—STD—202F, METHOD 213B COND. - PRODUCT FEATURE
o VIBRATION: MIL—STD—202F, METHOD 204D COND. P8T—500M40G—-50—-T—-55—292FF—1
e ALTITUDE: MIL-STD—202F, METHOD 105C COND. aﬂ, 02/11/18 0.5 TO 40.0 GHz HIGH SPEED SWITCH 8 THROW

o TEMPERATURE CYCLE: - - - - MIL—STD—202F, METHOD 107D COND. AL DIMETSIONS ARE IN INCHES SiZE [ FSow Mo, oG 1o,
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NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X.XXX £0.010
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION WEIGHT: 2.75 oz. scaE N:S




