
DESCRIPTION: 

PMI MODEL NUMBER PA-8G12G-43-5-40-SFF-2 IS A HIGH POWER AMPLIFIER WITH AN OPERATING 

FREQUENCY OF 8 TO 12 GHz, 43 dB GAIN AND SATURATED OUTPUT POWER OF 40 dBm. 

SPECIFICATIONS: 

• FREQUENCY RANGE: .......................................... 8.0 TO 12.0 GHz 

• GAIN: .................................................................... 43 dB TYP 

40 dB MIN 

• VSWR (INPUT/OUTPUT): ........................................ 2.0 : 1 MAX 

• NOISE FIGURE: ..................................................... 5.0 dB MAX 

• PSAT: ..................................................................... 40 dBm (10W) TYP 

37 dBm MIN 

• INPUT POWER: ...................................................... 20 dBm MAX 

• SUPPLY: ................................................................. +22 voe

• POWER AMP CONTROL (ENABLE): ........................ "1" = +3V ON - Internally Pulled High
"O" = 0 V OFF 

• WEIGHT: ................................................................. 2.0 oz MAX (WITHOUT HEATS INK) 

• CONNECTORS: ..................................................... SMA FEMALE RE MOVEABLE 

• FINISH: ................................................................. GOLD PLATED 

• OPTION: ................................................................ HEATSINK WITH 120VAC FAN: 

P A-8G 12G-43-5-40-S FF-2-HS 
Typical Current 

Quiescent current and maximum current 

-40°C 
-30 dBm Input Power 1,860 mA 

+20 dBm Input Power 2,550 mA 

+25°C
-30 dBm Input Power 2,150 mA 

+20 dBm Input Power 3,200 mA 

+85°C
-30 dBm Input Power 2,400 mA 

+20 dBm Input Power 3,300 mA 

ENVIRONMENTAL RA TINGS: 

• TEMPERATURE: .................................................. -40°C TO +85°C (OPERA TING)

-55°C TO +125°C (STORAGE)

• HUMIDITY: ............................................................ MIL-STD-202, METHOD 103B COND. B 

• SHOCK: ............................................................... MIL-STD-202, METHOD 213B COND. B 

• VIBRATION: ............................................................ MIL-STD-202, METHOD 204D COND. B 

• ALTITUDE: ............................................................ MIL-STD-202, METHOD 105C COND. B 

• TEMPERATURE CYCLE: ....................................... MIL-STD-202, METHOD 107D COND. A 

NOTE: SPECIFICATIONS WILL VARY OVER TEMPERATURE 
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION 
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