DESCRIPTION:

PMI MODEL NUMBER PBT-0D5G26D5G-SFF-HERM IS A HERMETICALLY SEALED
BIAS TEE THAT OPERATES OVER THE 0.5 GHz TO 26.5 GHz FREQUENCY RANGE.
THIS MODEL FEATURES 2 dB MAXIMUM INSERTION LOSS AND IS OUTFITTED WITH

SMA CONNECTORS. 0.130
[3.30] —

0.500

[12.70]
SPECIFICATIONS:
® FREQUENCY:: « - - 0.5 GHz TO 26.5 GHz
® INSERTIONLOSS: + + - covvveveveeess - 2.dB MAXIMUM 122(31%
o iNPUT POWER HANDLING: - -« -+« - -+ - +33 dBm CW MAXIMUM [ ' ]
[ ] VSWR .............................. 201 MAXIMUM O 0
® POWER SUPPLY: - - -« oo - +28 TO +30 VDC @ 200 mA MAXIMUM 0.200 ?@2 18(?]
® RF CONNECTORS: « + v+ v vevees e SMA FEMALE [5.08] — 2 PLACES 0.300
® FINISH: - - v ovv e PAINTED BLUE THRU — 7.62]
® HOUSING: «« v rvvmreee e HERMETICALLY SEALED 0.400 ‘

[10.16) ~ I~

ENVIRONMENTAL RATINGS

o TEMPERATURE: - - - - - - - - - - —-55'C TO +85°C (OPERATING)

—65°C TO +117°C (STORAGE)
© HUMIDITY: - - - -« - - MIL—STD—202, METHOD 103B COND. B
@ SHOCK - -+« voveven MIL—STD—202, METHOD 213B COND. B
® VIBRATION - - -« - - -MIL—STD—202, METHOD 204D COND. B
® ALTITUDE - - - -+« - - - MIL—STD—202, METHOD 105C COND. B
e TEMPERATURE CYCLE - - - MIL—STD—202, METHOD 107D COND. B

ALL DIMENSIONS ARE IN INCHES

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE TOLERANCES:
XXX +£0.020

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REMVISION
X.XXX  £0.010
WEIGHT: 2.75 oz.
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FREDERICK, MARYLAND 21704 USA

WEBSITE: www.quanticpmi.com
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PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES INC.
7309-A GROVE ROAD .

EL: 301-662-5019 FAX: 301-662-1731
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