REVISIONS

D E S C R I PT I O N . DESCRIPTION DATE APPROVED

PMI MODEL NO. PDRO-20G-13DBM-EXT IS A PDRO WITH AN OUTPUT FREQUENCY OF 20 GHz AND A PRELIMINARY 1/12/2028
MINIMUM OUTPUT LEVEL OF +13 dBm.

SPECIFICATIONS
OUTPUT FREQUENCY: ~-rermeermmmeeemems 20 GHz
REFERENCE FREQUENCY: 100 MHz (SINEWAVE) - EXTERNAL
INPUT LEVEL: +370 +13
OUTPUT LEVEL: +13 dBm MIN
SPURIOUS: -70 dBc MAX

HARMONICS: -20 dBc MAX (DESIGN TO MEET,
NOT TEST)
LOAD VSWR: 1.5:1

PHASE NOISE (REF INPUT 8 dBm MIN
@ 25°C):

MECHANICAL OUTLINE

-80 dBc/Hz @ 100 Hz MAX YU

-104 dBc/Hz @ 1 kHz MAX ’I‘:"S’,*g’\'j (I)'\;XC?(I)A

-113 dBc/Hz @ 10 kHz MAX :

-113 dBc/Hz @ 100 kHz MAX MODEL NO:

-130 dBc/Hz @ 1 MHz MAX PDRO-20G-13DBM-EXT

\ REF OUT SERIALNO:  rerour
FREQUENCY STABILITY: SAME AS REFRENCE PLXXXXX/IXXXX
SUPPLY VOLTAGE: -------=-mmmmemmmeemee—= 412V TO 15V Q

|
CURRENT: 300 mA MAX ioéligggu

LOCK DETECTOR: TTL HIGH - LOCK

CONNECTOR: RF CONNECTOR: 2.92mm FEMALE
REF CONNECTOR: SMA (F)
POWER: THROUGH CAP

DIMENSIONS: 2.25"x 2.25" x 0.62"

REFERENCE PHASE NOISE: -135 dBc/Hz @ 100 Hz MAX
-155 dBc/Hz @ 1 kHz MAX
-165 dBc/Hz @ 10 kHz MAX
-165 dBc/Hz @ 100 kHz MAX

ENVIRONMENTAL RATINGS PLANAR MONOLITHICS INDUSTRIES, INC.

e TEMPERATURE: -40°C TO +70°C (OPERATING) 7311-F GROVE ROAD
-55°C TO +125°C (STORAGE) FREDERICK, MARYLAND 21704 USA

HUMIDITY: MIL-STD-202, METHOD 103B COND. B TEL: (301)-662-5019, FAX: (301)-662-1731

SHOCK: MIL-STD-202, METHOD 2138 COND. B WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com
ISO 9001 CERTIFIED

VIBRATION: MIL-STD-202, METHOD 204D COND. B e
ALTITUDE: MIL-STD-202, METHOD 105C COND. B APPROVALS oATE PRODUCT FEATURE

TEMPERATURE CYCLE: —-rrerememremeeemes MIL-STD-202, METHOD 107D COND. A ALLDIMENSIONS [ DR PDRO-20G-13DBM-EXT

ARE IN INCHES [mm] Ag '/ll/-!’

TOLERANCES:

XXX +0.020 REDRAWN FSCM NO.

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X XXX +0.010 A 05XQO PRELIM I NARY

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION PMI CONFIDENTIAL AND PROPRIETARY | rssueo

scale N:S




