Description:

Low Noise Amplifier that operates over the 9.0 to 10.0 GHz frequency range.
This model provideds 30dB of gain with a noise figure of 2.5dB typical. The

OP1dB is +21dBm minimum and operates on a DC voltage of +12 to +15 VDC

supply. The unit is offered in PMI's standard PE2 housing.

Specifications:
Frequency Range:
Gain:

Gain Flatness:
Noise Figure:
OP1dB:

VSWR Input/Output:
DC Voltage Supply:
DC Current Draw:
Connectors In/Out

Features:

9.0 to 10.0 GHz
30 dB Typ.

+/- 0.5 dB Max.
2.5dB Typ

+21 dBm Min.
2.0:1 Max.

+12 to +15VDC
300mA Max.
SMA Female

Internal Voltage Regulation

Unconditional Stability

Environmental Ratings:

Temperature:

Humidity:

Shock:

Altitude:
Temperature Cycle:

-40 to +85 Deg. C (Operating)
-65 to +125 Deg. C (Storage)

MIL-STD-202F, METHOD 103B COND B.
MIL-STD-202F, METHOD 213B COND B.
MIL-STD-202F, METHOD 105C COND B.

MIL-STD-202F, METHOD 107D COND A

Note: The above specifications are subject to change or revision.
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PMI CONFIDENTIAL AND PROPRIETARY

WEBSITE: www.pmi-rf.com
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PLANAR MONOLITHICS INDUSTRIES, INC.

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731
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